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Thank you for giving us the opportunity to provide this submittal for a 
QuickStart Life Safety System. QuickStart offers the unique combination 
of both intelligent processing and conventional detection. Together these 
capabilies provide the perfect balance of economy and reliability to bring 
high-end life safety technology to small jobs, retrofit applications, and mid- 


sized buildings. 


This guide provides a summary of QuickStart innovations and includes a 
comprehensive presentation of related system components and devices. 
Products we are submitting for your consideration are indicated by a 


checkmark in the margins of the pages that follow. 


More detailed information can be found in individual data sheets dedicated 
to each product. All these sheets, along with guide specifications and other 
useful product information, are available electronically on our LifeLines 
CD-ROM. This exhaustive collection of life safety related literature is fully 


searchable and includes a utility for printing multiple data sheets. 


Thank you for giving us the opportunity to provide this submittal. Please do 


not hesitate to contact us should you require further information. 
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QuickStart Submittal Guide 
Intelligent and conventional life safety for small to mid-sized applications 


Copyright © 2010 UTC Fire and Security 
All rights reserved. 


8985 Town Center Parkway, Bradenton, FL 34202 
85010-0115, Issue 6 


Wiring diagrams provided herein are for information and reference only and are not to be used for installation pur- 
poses. Consult the appropriate installation documents for wiring and configuration details. 


This guidebook is for information only and is not intended as a substitute for verbatim legislated requirements. For 
authoritative specifications regarding the application of life safety, security, and access control systems, consult 
current editions of applicable codes and standards. For authoritative interpretation of those codes and standards, 
consult your local authority having jurisdiction. 


While every effort has been made to ensure the accuracy and completeness of this guidebook, the authors and 
publishers assume no responsibility for errors, inaccuracies, omissions, or any inconsistencies herein. 


EST, QuickStart, Genesis Series, and Signature Series are trademarks of UTC Fire and Security. 


Also from Edwards: 


85001-0541: Handbook of Visual Notification Appliances for Fire Alarm Applications 
A practical guide to regulatory compliance 


85001-0542: Glossary of Fire Alarm and Security Terminology 
A desk reference for life safety and security professionals 


85001-0582: Remote Booster Power Supply Application Guide 
A summary of typical wiring and configuration for everyday and advanced applications 


85010-0139: Installer’s Wire Guide 
A concise pocket reference to wire and cable requirements for Edwards products and systems 


85005-0132: iO Series Submittal Guide 
Intelligent fire alarm solutions for small buildings 


85005-0105: EST2 Submittal Guide 
Networkable intelligent life safety with voice audio 


85010-0099: EST3 Submittal Guide 
Intelligent control for large and medium sized applications 


High-end technology 
for low-rise applications. 


QuickStart lives up to its name in every respect. 
Easy to install, simple to set up, and rock-solid 
when it comes to performance, this system is an 
installer's dream and a building Owners delight. 
With options that support intelligent or conventional 
circuits, or a mixture of both, QuickStart is an ideal 
solution for new and retrofit applications alike. 

New applications benefit from the widely 
acclaimed Signature Series family of intelligent 
devices. Thanks to QuickStart, now no job is too 
small for the power of an intelligent system. With 
true multisensor technology, environmental com- 
pensation, and electronic addressing, Signature 
Series detectors deliver big system performance to 
any QuickStart installation. In fact, Signature Series 
has been singled out by Underwriters Laboratories 
as the first such devices on the market that do 
not require a calibration sensitivity test in order to 
comply with NFPA 72. This feature alone will save 
the building owner the expense of costly ongoing 
manual sensitivity testing of each detector. 

Retrofit applications enjoy the best of both 
worlds — QuickStart’s support for both analog and 
conventional circuits ideally positions this innovative 
system for upgrading an existing system all at once 
or in stages. Either way, Signature Series’ unique 
ability to use existing wiring, means expensive 
communications-grade cable and costly rewiring is 
not required. 

QuickStart delivers the very best technol- 
ogy at a truly affordable price. Quality and reliability 
are built into every QuickStart component, from 
the simplest control switch to the system’s main 
processor. And that’s not just a corporate mandate: 
it's a proven fact supported by EST’s commitment 
to ISO 9000 international quality standards. In fact, 
each QuickStart panel is certified under ISO, not 
only for manufacturing, but for design, training, 
customer service, and technical support as well. 
This ensures that your QuickStart system will pro- 
vide extremely reliable service the day it’s brought 
on-line and well into the future. 
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QuickStart Control 


The QuickStart life safety control system provides 
conventional and/or intelligent addressable initiating device 
circuits (IDCs) in a single control panel. Designed for easy 
setup and simple installation, QuickStart lives up to its name 
in every respect. The exclusive QuickStart auto-program 
function, and the option of configuring the panel using 
convenient front panel programming or from a PC, makes 
short work of system setup. Devices come on-line in no time 
as well, thanks to QuickStart’s built-in barcode scanner port. 
A simple pass of the optional scanner is all it takes to store 
device information and text in the QuickStart database. 


Three basic models make up the QuickStart family. As 
a hybrid system, QS4 
combines support for up to 
1,000 intelligent detectors 
and modules along with as 
many as 48 conventional 
Class B or a combination 
of 40 Class A and Class 

B IDCs. QS1 supports 
intelligent circuits only 

and has capacity for 250 
intelligent detectors and 
modules. Both QS4 and 
QS1 take full advantage of EST's exclusive Signature Series 
technology, which provides electronic addressing, automatic 
device mapping, environmental compensation, and true 
multisensor detection. The third member of the QuickStart 
family is the QSC conventional-only panel. The QSC provides 
up to 48 Class B or a combination of 40 Class A and Class 
B IDCs. 


All QuickStart panels feature generous 6 amp power 
supplies, finely tuned to the award-winning line of Genesis 
low-profile horns and strobes. Genesis horn-strobes are ADA 
compliant and offer independent horn control over a single 
pair of wires — another cost-saving feature. 


LCD display (lines x characters) 


Option card spaces 


QuickStart’s innovative design leaves plenty of room for 


Which Quickstart Panel is right for you? | QSC | QS1 | QS4 | 


Signature Series devices supported 
Conventional Class B circuits supported 
Conventional Class A circuits supported 


Optional Zone Switch/LEDs on front panel 


system expansion. Quick-Lock option cards snap onto 
easily-accessible DIN mounting rails providing a dialer, 
auxiliary relays, and additional system capacity. All QuickStart 
panels also support as many as eight remote annunciators 
and, depending on the model, up to 60 programmable front 
panel switches, each with two associated LEDs for system 
control and display. 


QuickStart is as simple to operate as it is to set up. It’s large 
backlit LCD display provides easy-to-understand details 
concerning up to 1,000 system events, while bright system 
status LEDs and large, tactile control buttons present the 
user with a clean, crystal clear interface. Four password 
levels limit control and 
information retrieval to 
authorized personnel. A 


O 1x250 4x 250 priority access keyswitch 


3x 16 o 3x16 allows Level 2 access, 

5x8 0 5x8 without a password, 

4x20 14x16 14x16 to Management and 
emergency personnel. 

LT H TET X0 

5 or 12 1 5 or 12 QuickStart is a total life 


safety solution that brings 

the power of big-system 
intelligence to small and mid-size applications. Thanks to 
it’s flexibility and simple setup and operation, QuickStart is 
ideal for new installations in schools, apartment buildings, 
hospitals, office buildings, and retail facilities. 


The benefits brought by QuickStart to retrofit applications 
underscore the true potential of this powerful system. As an 
intelligent panel, QS1 supports Signature Series devices, 
which can use existing wiring in most retrofit applications. 
As a conventional panel, QSC supports compatible devices 
already installed at the site. And as a hybrid system, the 
QS4 supports newly-installed Signature Series devices, and 
existing compatible conventional detectors — while leaving 
plenty of room for expansion. No need to tear a building 
apart to upgrade the life safety system: with QuickStart you 
have the best of both worlds. 
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QuickStart 


Control 


QuickStart 


CPU/LCD Display 


QuickStart front panel display provides 14 lines of text for QS4 and QS1 (intelligent) panels, and four lines 
of text for the QSC (conventional) panel. The LCD details event, device, diagnostic, and programming 
information. Its large backlit LCD screen is easy to read and always provides at-a-glace indication of the 
system's state of operation. 


The QuickStart CPU/Display Unit houses the panel’s CPU card and mounting space for optional LED/ 


Switch cards. QS4 and QSC panels have space for two LED/Switch cards, while QS1 has space for one card. 
All QuickStart panels feature a Failsafe mode. If the CPU loses communication with other circuit cards, the 
power supply card continues to monitor the system for any alarm events. If an alarm occurs on any device or 
circuit during a communications failure, the power supply activates all alarm outputs and instructs the dialer to 
transmit a default alarm message to the monitoring station. 
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QS4 Display shown 


Text display and controls: Displays system messages, status 
information, and programming menus. Arrow buttons move the 
display cursor. 


Alarm LED: Indicates a fire or life threatening emergency. 


Supervisory LED: Indicates an off-normal condition with the fire 
suppression system or related equipment. 


Disable/Test LED: Indicates part of the system is disabled or 


being tested. Disabled components also signal a system trouble. 


Monitor LED: Indicates the operation of an ancillary system 
function (door closures, fan pressure switches). 


Trouble LED: Indicates an off-normal condition or wiring fault 
that compromises the integrity of the system. 


Ground Fault LED: Indicates a ground fault in the system wiring. 


Ground faults also signal a system trouble. 


CPU Fail LED: Indicates an unexpected reboot or failure with 
the microprocessor. CPU failures also signal a system trouble. 


Power LED: Indicates the panel has power. 


. Help button: Provides additional information about the events 


selected on the display. 


. Status button: Displays the Status Menu from which you can 


identify active or disabled points in the system. 


. Panel Silence/Acknowledge button and LED: Acknowledges 


all events posted in the display queues and turns off the panel 
buzzer. The panel silenced LED indicates that off normal events 
have been acknowledged. 
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Reset button: Allows devices or zones in alarm or trouble to 
restore to their standby condition. The LED indicates that the 
panel is resetting. 


. Alarm Silence button: Turns active notification appliances off 


depending on panel programming. Pressing Alarm Silence a 
second time turns them back on. The LED indicates that the 
panel is in alarm and operating with notification appliances 
turned off. 


. Drill button: Activates notification appliances depending on 


panel programming but does not place the panel in alarm. The 
LED indicates that the panel is in Drill Mode. 


. Menu button: Displays the operator menus. 


. Delete button: Returns to the previous menu or backspaces the 


cursor. 


. Enter button: Press the Enter button to accept information or 


continue to the next item. 


. Numeric keypad: Numbered buttons for entering values and 


making menu selections. 
Barcode scanner jack: Input for optional barcode scanner. 


Priority Access keyswitch: Enables control functions reserved 
for access level 2 and above without requiring a password. 


CluickStart 


QS4 Typical Wiring 


: ' Class A Notification Appliance Circuit with Genesis Signals and 
Mixed Sig nature Signal Master for Independent Horn & Strobe Control and 
: R... Isolator Synchronization over two conductors. 
& Conventional i leg i i 
H i ! 
Circuits 
l 
i Data «en ne n eare n n E es rn pe r e e rpe rn Re RR p n p p r DR bR K rn e e E be rn pD rn R ee rn ee pe 
Loop 1 H 
E Pa EN e Pa 
aia -—- a D-O -A 
S Bae 
Fire Damper 


Signature Data Loop 2 (optional) 


= 
I - e > ---4 a B- 
: Z i i 
Critical Process 3 i | Waterflow Z es | 

i i=) Swel Elevator : 

I Sprinkler Capture ! 

i Supervisory ` 


Monitoring 
Switch 


i pse Signature Data 
Loop 3 (optional) 24 vac 
Class B Notification Appliance Circuit with Genesis 
Signals & Signal Master for Independent Horn & 
Strobe Control & Synchronization over 2 conductors. 


r--- Signature Data 
Loop 4 (optional) 


Conventional Initiating Device Circuit — Class B 


Class B Notification Appliance Circuit with Genesis Signals & Signal Master 
for Independent Horn & Strobe Control & Synchronization over 2 conductors. 


R 


Notification Appliance Circuit — Class A with combination horn-strobe circuit | 
i 
| 


QS4 Panel — “he IMA ÎN (NE (Na | 


More wiring suggestions can be found in the QS4 Fire Alarm Control Panel 
Installation, Operation, and Maintenance Manual, P/N 3100186. 
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QuickStart 


QS1 Typical Wiring 


Class A Signature 
Data Circuit 


Class A Notification 
Appliance Circuit with 
Genesis Signals and 
Signal Master for 
Independent Horn & 
Strobe Control and 
Synchronization over 
“i two conductors. 


QuickStart 
Control 


a mn m, m pa 2 i 
©- PRAY a Di = TEE 5 ey = = 2 ‘eer iJj- i 
I Isolator Relay Base i | 
i Base Se a e Seen ăi | 
i i 'solatori 
Fire Damper i= - pa = ps C 
b é Ñ p a =d sal = sd 
lass A Signature Data Circuit = d G à 2nd Floor 


ee re 


PPN = 7 v T a i 
Isolator i i ei 

Base Critical Process i i Waterflow I i 

24 Vdc Monitoring om - Switch I j 
aa with Control _ Sprinkler ij 
‘Supervisory —: i i 

Switch I i 

I i 

a Elevator fh] 

x Capture E | 


ES 8 Notification Appliance Circuit — Class A 
QS1 Panel 


Class B Signature 
Data Circuit 


1pr Horn and strobe synchronization 
EI | with audible silence Class B Notification 
7 î U Appliance Circuit with 


să | A >) = Genesis Signals and 


1 ail, : i À : -° Signal Master for 

O a íi Pa Pe = îi Independent Horn & 
L — EE) ----& = o na D- = hie BR L Strobe Control and 
i Sianat Relay Base i Synchronization over 
bas cen ee i m rom „two conductors 
:Data Circuit (1 pr.) | aoe eae es 4 ae Dl ` 
i By za 233 239 

Fire Damper R a x 2nd Floor 
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Notification Appliance Circuit — Class B 


N 
j Y Horn and Strobe 
i à Control (2 pr) 
[| 
i S i 
i 


Waterflow 
Switch 


| 
| 
| 
Spinei l 
sa O (a 
More wiring suggestions can ° T E rer L a'l ml E S 
be found in the QS1 Fire Alarm U mm Ue Ue UU e U mm 3 j 
Control Panel Installation, Notification Appliance Circuit — Class B -ga 
Operation, and Maintenance a- Horn and strobe synchronization with audible silence 

Manual, P/N 3100184. 


QS1 Panel 


QuickStart 


QSC Typical Wiring 


Conventional Circuits 


QSC Conventional Circuit Options 
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Initiating Device Circuit — Class 


Initiating Device Circuit — Class 


atete 


Class B Notification Appliance Circuit with Genesis Signals and Signal 
Master for independent horn and strobe control and synchronization. 
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Notification Appliance Circuit — Class B 
with Separate Strobe and Horn Circuits 


Notification Appliance Circuit — Class A 
with Combination Horn-Strobe Circuit 


More wiring suggestions can be found 
in the QSC Fire Alarm Control Panel 
Installation, Operation, and 
Maintenance Manual, P/N 3100185. 


QSC Panel 
> A 
= = Rr Q 
Cabinet Installation E 
o O 
Z 
e 
BS 
la_4:88 in 
The QS1 cabinet has space for one option ngao _ Mountin 
card. QS4 and QSC panels are available with H Ln 8 g pea 
cabinets that have either five or 12 spaces free na | 
for option cards. - = 
(BEL Surface = i 
O d a | 
£ ° 18 in | Optional E 
Mere er) 7 OJ | pamant S 
- „| Door [ab] 
Dimensions J$ One 
E S <5 
„488 Ly a le BIR D m 
Mem — n (46.2 cm) N Wall (4.27 cm) VO 
[| 5 3 QS1 Cabinet z 
4.88 in = 
r.! faza cm) O 
ie F 2.2 =) 
o PO g (5.6 cm) 
2.68" 
O | 6.8 cm) |] 
in . J 
(762 em) UL oe C Semi-flush ; 
O o o ° (| = | 
O 18 în Semi-flush - 
O SEE mounting O E 
i Le a requires an 
: optional trim 
L. ring, which 
Fo adds 34” to all 
L i L sides of the 
= - = aE ¥ panel. 
is ane k Grate >| 
QS4/QSC Twelve-option Cabinet QS4/QSC Five-option Cabinet Wall —— 
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QuickStart 


Control Panels 


QuickStart control panels are as easy to choose as they are 
to install. Three basic models meet a wide range of specific 
needs, while all three panels share a long list of features in 
common. 


QuickStart Distinguishing Features ... | asc | asi | asa | 
o 


Signature Series devices supported 1 x 250 | 4x 250 
Conventional Class B circuits supported 3x16 0 3x16 


Conventional Class A circuits supported 5x8 U 5x8 

LCD display (lines x characters) 4x20 | 14x16 | 14x16 
Optional Zone Switch/LEDs on front panel 2x30 1x80 2x30 
Option card spaces 5 or 12 1 5 or 12 


QuickStart Common Features ... 

Failsafe mode ensures uncompromised reliability 

Class A (Style 7) or Class B (Style 4) wiring options 

Capacity for eight remote annunciators 

Envoy Graphics Compatible 

Four built-in system relays 

Optional dual line dialer supports Contact ID and 4/2 formats 
QuickStart “auto-learn” function, front panel or PC programming 
Optional barcode scanner for direct device data and text entry 
Optional front panel switches with dual LEDs 

Red or grey cabinets in multiple sizes, surface or semi-flush 
Four password levels, plus priority access keyswitch 

Message routing by event type or by individual message 
Alarm sensitivity by time of day or manual selection 

1,000 event history buffer, plus alarm history counter 

6 amp Power Supply, 4.75 amps available for external use 


QS4 Intelligent/ 
Conventional 


QSC Conventional 


QS1 Intelligent 


QuickStart Standard Components... 

All QuickStart panels come standard with a 
CPU/display, a 115 V transformer, and a PS6 
power supply card. The PS6 provides primary 
DC power to all the circuit cards installed in the 
cabinet and provides four 24 Vdc power output 
circuits for powering auxiliary applications, one 
circuit for powering four-wire smoke detectors, 
and a charging circuit for standby batteries. The 
PS6 also provides common alarm, supervisory, 
and trouble relays, as well as a fourth user- 
programmable relay. 


L1QS4-5-G-1 (gray) LIQS4-5-R-1 (red) Intelligent/Conventional System. 5 card spaces. Data Sheet 85005-0114 
LI QS4-12-G-1 (gray) D QS4-12-R-1 (red) Intelligent/Conventional System. 12 card spaces. Data Sheet 85005-0114 
L1QS1-1-G-1 (gray) L1QS1-1-R-1 (red) Single Loop System, 1 SLIC card. 1 option card space. Data Sheet 85005-0113 
LI QSC-5-G-1 (gray) LIQSC-5-R-1 (red) Conventional System. 5 option card spaces. Data Sheet 85005-0112 
L) QSC-12-G-1 (gray) D QSC-12-R-1 (red) Conventional System. 12 option card spaces. Data Sheet 85005-0112 
LI QS-1-VR (gray) LI QS-1-VR-R (red) Vandal-resistant cabinet door for QS1 panels. Data Sheet: 85005-0113 
LI QS-2-VR (gray)  LIQS-2-VR-R (red) Vandal-resistant cabinet door for QSC/QS4 panels. Data Sheet: 85005-0112 
LI Trim-5 (gray) LI Trim-5R (red) Data Sheet: 85005-0114 
L] Trim-12 (gray) LI Trim-12R (red) Data Sheet: 85005-0114 


Flush mount trim ring for five-option cabinets. 


Flush mount trim ring for 12-option cabinets. 


QS-CU QuickStart Panel Configuration Utility. Data Sheet 85005-0114 
QS-Cable12 Expansion Cable for 12-option card cabinets. Data Sheet 85005-0114 
QS-Scan QuickStart scanner and programming guide. Data Sheet 85005-0114 
Progcable-1 Scanner port upload/download cable. Data Sheet 85005-0114 


Option Cards Îi sa 


All QuickStart packages include a cabinet, power supply card, CPU, 
display, and 115v transformer. QS1 single loop panels come stand- 
ard with a SLIC loop controller. QuickStart option cards provide a | 
wide range of features and extra system capacity. Thanks to the d 
convenient Quick-Lok mounting system, option cards snap onto 

the DIN mounting rails easily and securely. The QS1 cabinent has 

space for one option card. QSC and QS4 panels are available with | 
cabinets that provide room for five or 12 option cards. 


QS4 12-card cabinet shown with op- 
tion cards and batteries installed. 


TO PHONE LINE #2 
(WIRED SAME AS 
PHONE LINE #1) 


RJ31X 


Dual Line Dialer 


The DLD is a ULI/ULC listed dual line Digital Alarm comeron e Xa 
Communicating Transmitter (DACT). It provides two 
phone line connections for sending system mes- 
sages to a compatible Digital Alarm Communicator W, 
Receiver. The DLD supports 4/2 and Contact ID for- Gs 
mats. It occupies one card space on the chassis rail. D D D O O D D DTe 


TIP RNG TIP RNG TIP RNG TIP RNG 
IN OUT IN OUT 


dll 8 PIN MODULAR 
Zl CONNECTOR FOR 
2| PHONE LINE #2 


LINE 1 LINE 2 


Dual Line Dialer. Supports 4/2 and Contact ID formats. Data Sheet 85005-0114 


Relay Card TAIA LA 
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The ZR8 provides eight dry-contact relays that can ila GS ARI T 
be independently configured as Form A or Form B eee, aia sua S 
relays. It occupies one card space on the chassis rail. rab) 
DDDODOD@ O| 82 at 
a= 2 
BRES (= 
-0 
o 
ZR8 Relay Card. 8 programmable Form A contacts. Data Sheet 85005-0114 O 
S 
Pa O 
3 
Class A RS-485 Card/UART Port 

The NT-A, which includes the X485/RS-485 card and 

QS 232/UART port provide one Class A serial remote 

annunciator bus for connecting remote annunciator 

panels. Control panels require the X485 card and 

UART port, which also serves as a laptop or printer 

port. The X485 occupies one card space on the 

=~ chassis rail. The UART port plugs into the panel CPU. Sra 
NT-A RS-485 option card. UART card included. Data Sheet 85005-0114 


QS-232 UART option card. Plugs into CPU. Data Sheet 85005-0114 
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QuickStart 


E ZA8-2 
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Class A Zone Card 


The ZA8-2 Zone Card provides eight circuits for 
connecting Class A conventional input and output 
zones. Six circuits are dedicated initiating device 
circuits (IDCs) for connecting 2-wire smoke detec- 
tors and dry-contact initiating devices. The remaining 
two circuits can be configured either as IDCs or as 
notification appliance circuits (NACs) for connecting 
polarized 24 Vdc notification appliances such as 
horns or strobes. 


Conventional Zone Card. Eight Class A circuits, two convertible. 


Class B Zone Card 


The ZB16-4 Zone Card provides sixteen circuits 
for connecting Class B conventional input and 
output zones. Twelve circuits are dedicated initiating 
device circuits (IDCs) for connecting 2-wire smoke 
detectors and dry-contact initiating devices. Four 
circuits can be configured as either IDCs or as no- 
tification appliance circuits (NACs) for connecting 
polarized 24 Vdc notification appliances such as 
horns or strobes. 


Conventional Zone Card. 16 Class B circuits, four convertible. 


Signature Loop Intelligent Controller 


The SLIC provides one Class A or Class B 
data circuit (loop) for connecting Signature 
Series detectors and modules. The SLIC 
also provides two programmable Class A xx | 
or Class B notification appliance circuits |.) | 
(NACs) for connecting polarized 24 Vdc [7 
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strobes. QS4 and QS1 panels hold up to 
four SLICs. One SLIC comes standard with 
QS1 panels. 


NAC 1 


Signature Loop Intelligent Controller. 
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Class A 
NAC 2 


Signaling Line Circuit and NACs 
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are supervised and power-limited. 


Data Sheet 85005-0113 


QuickStart 


Display and Remote Annunciation 


24VDC RISER 


PS6TB1-13 


QuickStart Remote Annunciators [== 


Booe), 


QuickStart panels support up to eight remote annuncia- 

tors, which provide mirrored annunciation of front panel |Ë 

messages and status indicators. QuickStart’s Class A | pa) 

CTE S serial remote annunciator bus requires an X485 (con- 

Class A | ra Ra | taining an RS-485 card and a QS-232/UART port) at Class B 
the control panel. Panels also require the QS-232/UART 

for connection to a PC for programming. Each remote annunciator connected directly to a 

printer requires a QS-232/UART port. Remote annunciators are available in both intelligent 

basg iti ee and conventional versions and require wallboxes for flush or surface mounting. Remote an- 

= card nunciators accommodate one or two SL series LED/switch cards. 


t= 
CH2 CH1 


RAI 


a 2220 


QS4 CPU & Display... LIQS4-CPU-1 (1 SL card space) [1QS4-CPU-2 (2 SL card spaces) Data Sheet: 85005-0114 
QSC CPU & Display... LIQSC-CPU-1 (1 SL card space) LIQSC-CPU-2 (2 SL card spaces) Data Sheet: 85005-0112 


|_| 

|_| 

QS1 CPU & Display (1 SL card space) QS1-CPU-1 Data Sheet: 85005-0113 l 

Annunciator Cabinets... 

Surface LIQSA-1-S (1 SL card space) LI QSA-2-S (2 SL card spaces) Data Sheet: 85005-0114 l 
Flush LI QSA-1-F (1 SL card space) LI QSA-2-F (2 SL card spaces) Data Sheet: 85005-0114 || > A 
Vandal-resistent Surface LIQSA-1-S-VR (1 SL card space)  LIQSA-2-S-VR (2 SL card spaces) Data Sheet: 85005-0114 || E = 
Vandal-resistent Flush [IQSA-1-F-VR (1 SL card space)  LIQSA-2-F-VR (2 SL card spaces) Data Sheet: 85005-0114 |] BO 
a 
Field wiring a 2 


SRA Remote Annunciators 


QuickStart SRA Remote Annunciators are standalone units 
that can be powered by the control panel or by an approved 
power supply. Annunciators support Class A or Class B con- 


Electrical box 


nection to the system RS-485 data line and include an RJ-12 = 
modular jack to allow system database downloads from a 3 
laptop computer. a 
L Mounting ring 
i © 
Annunciator ce 
EST-SRA4 QS4 CPU/Display with LCD and control switches. 4” square box mount. Data Sheet 85005-0114 : 
EST-SRA1 QS1 CPU/Display with LCD and control switches. 4” square box mount. Data Sheet 85005-0114 2 
jad} 
= 
© 
3 


LED/Switch Cards 


The SL30 and SL30-1 provide thirty circuits for zone annunciation. Each circuit comprises 
two LEDs and a push button switch. SL30 push button switches are numbered from 1 to 30 
and the SL30-1 push button switches are numbered from 31 to 60. The SL20L5S provides 
20 circuits for point annunciation and five circuits for custom control functions. The SL30L 
provides 30 circuits for point annunciation. SL20L5S and SL30L circuits are labeled using 
inserts provided with the cards. 


SL30 LED/switch card. 30 zone circuits numbered 1 to 30. Data Sheet 85005-0114 
SL30-1 LED/switch card. 30 zone circuits numbered 31 to 60. Data Sheet 85005-0114 
SL30L LED/switch card. 30 zone circuits. Custom label insert. Data Sheet 85005-0114 

SL20L5S LED/switch card. 20 zone circuits, 5 custom. Custom label insert. Data Sheet 85005-0114 
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Envoy Graphic Annunciator 


ENVOY graphic annunciators and smoke control panels are designed to present 
complex status and control information in an easy to understand package. The 
design of ENVOY products permits users to rapidly determine system status and 
easily operate associated system controls. 


ENVOY graphic annunciators display system information using high intensity 
LEDs mounted behind the smoked Plexiglas panel that displays the artwork. High 
contrast white graphics are placed on the panel along with the required switches 
and LED indicators, integrating the element of control directly “into the picture.” 
Switches and LEDs can be mounted virtually anywhere on the graphic display 
itself. White artwork and text on a dark background is standard. Colored artwork 
is available as an option, to enhance building areas or individual zones. A variety 
of LEDs and switches are available to meet any display and control requirement. 


An SRA annunciator provides common controls. Each QuickStart Envoy annun- 


ciator must include an SRA component. 


ENVOY graphic panels are available in two standard sizes to fit the needs of most installations. Wall boxes are manu- 
factured from 16-gauge cold rolled steel and finished with a textured black baked enamel. Panels can be surface mount 
or semi-flush mount. When semi-flush mounting, optional trim kits provide a finished look to the installation. 


EV2-QS1 Envoy Graphic Annunciator for QS1 systems (maximum 72 LEDs) Data Sheet: 85006-0037 
EV3-QS1 Envoy Graphic Annunciator for QS1 systems (maximum 96 LEDs) Data Sheet: 85006-0037 
EV2-QS4 Envoy Graphic Annunciator for QS4 systems (maximum 72 LEDs) Data Sheet: 85006-0037 
EV3-QS4 Envoy Graphic Annunciator for QS4 systems (maximum 96 LEDs) Data Sheet: 85006-0037 
EV2B EV2 Wallbox: textured black finish Data Sheet: 85006-0037 
EV2T EV2 Semi-Flush Trim: textured black finish Data Sheet: 85006-0037 
EV3B EV3 Wallbox: textured black finish Data Sheet: 85006-0037 
EV3T EV3 Semi-Flush Trim: textured black finish Data Sheet: 85006-0037 


XGD Graphics Driver Card 


The XGD Graphics Driver Card is an interface device that connects a QuickStart annunciator to an Envoy Graphic 
Annunciator. The XGD provides the electronics required to support 24 LEDs and 12 switches on the Envoy display 
panel. Multiple XGD cards can be chained together in one graphic annunciator cabinet to control larger displays. The 
QuickStart SRA Series annunciators can support a maximum of six XGD cards. 


XGD QuickStart Driver Card for Envoy Graphic Annunciators Data Sheet: 85005-0114 


QuickStart 


Riser out to next device 


Accessories „AE T 


Alarm/Supervisory Wiring 


Circuit 


City Tie Module 


The CTM provides a simple way of connecting QuickStart systems to a local energy fire alarm box or City 
Master Box. One CTM provides either supervisory or alarm signaling. To configure both supervisory and 
alarm signaling, two CTMs are required. Each CTM requires a SIGA-CC1 module. 


CTM City Tie Module 


Optical Isolator Card 


The IOP3A is an optically isolated RS-232 card that electrically isolates the power 
between the panel and PCs or printers. Requires an MFC-A cabinet for mounting. 


IOP3A Isolated RS-232 card 


Reverse Polarity Card 


Provides three reverse polarity transmitters: one for system common alarm; one forg 
system common trouble; and, one for system common supervisory. Requires an MEC 
A cabinet for mounting. 


RPM Reverse Polarity Card 


Coder 


The CDR-3 Coder is an auxiliary circuit option module that provides two audio outputs, 
March Time and PSNI, (Positive, successive, non-interfering). Dry relay contacts are 
provided for PSNI code, march time and duration. For the PSNI code, the RS-232C 
input provides communications, between QuickStart’s QS 232/UART port and the 
CDR-3. The QS 232 port is actively supervised by the CDR-3. Requires an MFC-A 
cabinet for mounting. 


CDR-3 PSNI Coder Module Data Sheet: 270009 


Desktop Serial Printer 


The PT-1 series printers are high-speed, nine-pin dot matrix type. It is used to perma- 
nently record life safety system changes of state. All printed entries contain the date, 
time, event type and a user-defined message for each printed event. The printer is 
required in proprietary systems and requires a backup UPS power source. In auxiliary, 
local, or remote station systems, the printer is optional. 


PT-1S Serial Printer Data Sheet: 270020 
PT-1S/220 Serial Printer — 220/240Vac Data Sheet: 270020 
Module Cabinet 


The MFC-A cabinet is a multifunction enclosure UL-listed for use with Signature mod- 
ules. It may also be used to house the option cards listed on this page. The cabinet 
features red epoxy finish with white “FIRE” markings. 


MFC-A Multifunction Cabinet Data Sheet: 85001-0531 
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Intelligent Auxiliary Power Supplies da — 


The SIGA-APS is a switch-mode power supply that provides additional power for QS1 and QS4 intelligent panels and 
primary power for the SIGA-REL Releasing Module. The SIGA-APS mounts in a RACCR cabinet with local fire alarm 
equipment or may be mounted remotely to supply power to signaling devices, amplifiers or system equipment. The 
power supply communicates with the main control panel over the Signature Data Circuit. This eliminates the need to 
mount additional monitoring equipment when the power supply is mounted remote from the main control panel. The 
SIGA-APS requires connection to AC power and batteries. 


SIGA-APS Intelligent Auxiliary Power Supply — 120Vac 50/60Hz Data Sheet: 85010-0087 
SIGA-APS-220 Intelligent Auxiliary Power Supply — 220Vac 50/60Hz Data Sheet: 85010-0087 
RACCR Remote Audio Closet Cabinet (red finish) Data Sheet: 85010-0087 


Remote Booster Power Supply 


The Remote Booster Power Supply is a self-contained 24 Vdc power supply designed to augment 
fire alarm audible and visual power requirements as well as provide power for auxiliary, access control 
and security applications. The booster contains all of the necessary circuits to monitor and charge 
batteries, control and supervise four Class B or two Class A NAC circuits and monitor two controlling 
inputs from external sources. It also provides the ability to synchronize Genesis series strobes to UL 
1971 requirements, and offers independent horn control over two wires. 


MIRBPS6A 6.5 Amp Booster Power Supply Data Sheet M85005-0127 
BPS6CAA 6.5 Amp Booster Power Supply with California rate Data Sheet M85005-0127 
MIRBPS10A 10 Amp Booster Power Supply Data Sheet M85005-0127 
BPS10CAA 10 Amp Booster Power Supply with California rate Data Sheet M85005-0127 


Auxiliary Power Supplies 


The Auxiliary Power Supply offers the same advantages as the BPS above, but is supplied with its 
own extra large enclosure providing space for up to two 24 Ah batteries and additional option modules 
in anumber of mounting configurations. Option modules can be installed on the mounting brackets 
inside the enclosure or on an MP2L mounting plate at the top of the enclosure. The SIGA-REL, and 
SIGA-UIO2/6/6R can also be mounted at the top of the enclosure. 


APS6A 6.5 Amp Auxiliary Power Supply Data Sheet M85005-0127 
APS6A/230 6.5 Amp Auxiliary Power Supply (220V) Data Sheet M85005-0127 
APS10A 10 Amp Auxiliary Power Supply Data Sheet M85005-0127 
APS10A/230 10 Amp Auxiliary Power Supply (220V) Data Sheet M85005-0127 


Batteries and Battery Cabinets 
Data Sheet 85010-0127 


12 Volt Batteries C 12V4A (4.5 Ah) 12V6A5 (7.2 Ah) 12V10A (11 Ah) 12V17A (18 Ah) 
C 12V24A (26 Ah) 12V40A (40 Ah) 12V50A (50 Ah) 1 2V65A (65 Ah) 

6 Volt Batteries LI 6V8A (8 Ah) LI6V10A (12 Ah) 

Battery Cabinets L) BC-1 (holds up to two 40 Ah batteries) BC-2 (holds up to two 17 Ah batteries) 
L13-RCC used as large battery enclosure 


QuickStart 


Signature Series 


Intelligent Analog 


Signature Series Detectors p. 14 

Detector Bases p. 15 

Duct Detectors p. 16 

Input/Output Modules p. 16 

Pull Stations p. 22 

Intelligent Amplifiers and Power Supplies p. 23 


Accessories p. 24 


Initiating Devices 


Qu ickStart QS4 and QS1 panels bring the power of 
intelligent processing to small and medium sized applications 
with the Signature Series line of analog-addressable devices. 
Providing a full line of multisensor detectors and mounting 
bases, multiple-function input and output modules, and handy 
maintenance and service tools, Signature Series provides the 
stability and reliability needed for successful, trouble-free instal- 
lations every time. 


At the heart of each Signature Series device is an 
on-board microprocessor that analyses signals from connected 
components and decides whether or not to input an alarm. 
The power of this approach, known as distributed intelligence, 
delivers unprecedented stability and lightning fast response. 


Immunity from nuisance alarms — Signature Series detectors 
are the linchpin of the product line. By providing true multisen- 
sor technology they perform optimally under a wider range of 
conditions than any 


Fast Stable Communication — Distributed intelligence means 
less information needs to be sent between the device and the 
Signature Loop Controller. Other than routine supervisory polling 
responses, Signature devices only need to communicate with 
the controller when they have something new to report. This 
takes the burden of processing away from the control panel, 
resulting in very fast response and allowing a lower baud rate 
(speed) to be used for communication on the circuit. 

Lower baud rate means more stable communication 
with less sensitivity to noise and electrical interference. In fact, 
Signature Series devices can use existing wiring in most retrofit 
applications — no need to install expensive communications- 
grade wire; no noise, mess, or disruption that goes along with 
most other upgrades to analog addressable life safety. 


Automatic Device Mapping — QuickStart’s Signature Loop 
Controller learns where each device’s serial number address 
is installed relative to 


Ñ Type of Detector : 

Single sensor detec- GEA SICA-IS SIGAPS SIGAHRS, a SIGAIPHS ion? Tat eire ON the 
tor. Constantly moni- Tais lon Photo SIGAHFS  Photo/ Heat Photo/ Heat TOUT, allowing it to 
toring the state of all Heat automatically com- 
on-board sensors Open Wood optimum unsuitable optimum very suitable optimum pensate for added 
over time, Signature Wood Pyrolysis suitable optimum unsuitable optimum optimum or removed device 
Series detectors cor- Smoldering Cotton very suitable optimum unsuitable optimum optimum addresses - even 
relate real-time envi- _ Poly Urethane Foam ver suitable very suitable suitable very suitable optimum changes to the circuit 
ronmental conditions n Heptane optimum very suitable suitable optimum optimum wiring. This means 

Liquid Fire, no Smoke unsuitable unsuitable optimum very suitable optimum the installer avoids the 


with sophisticated 
algorithms that dis- 
tinguish a legitimate 
change of state from 
a non-threatening situation that would otherwise lead to a 
false alarm. 


any single-sensor detector. 


Environmental Compensation — As Signature Series 
detectors become dirty, their on-board microprocessors 
make minute adjustments to the alarm threshold, thus 
avoiding false alarms. When the threshold approaches 

the point where the device sensitivity could become 
compromised, the detector automatically sends a message 
to the QuickStart control panel indicating that it’s time for a 
cleaning. This means that detectors are always at their peak 
level of performance. In fact, Signature Series detectors have 
been singled out by Underwriters Laboratories as the only 
such devices that do not require a calibration sensitivity test 


in order to comply with NFPA72. 


True multisensor technology means that a single device can perform optimally under a wider range of conditions than 


time-consuming task 
of pinpointing trouble- 
spots, and last minute 
changes are easily accommodated. 


Signature Series modules extend the flexibility of this 
remarkable line of products even further. Signature modules 
use personality codes selected by the installer to determine 
their function. Because one module can serve many different 
purposes, there are fewer parts to order and stock, installation 
is simplified, and the system remains flexible and easy to modify 
without extensive re-wiring. 


QuickStart with Signature Series intelligence brings the most 
sophisticated technology available to even the smallest applica- 
tions. Easy to install and maintain, all Signature Series devices 
are manufactured to strict ISO 9001 standards, ensuring years 
of trouble-free operation and superior reliability. 
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Signature Serie 


Detectors and Bases 


Signature Series products are intelligent devices that have 
significantly lower communications requirements than those of 
sensor type devices. Because of the low Signature communica- 
tions rate there are no special wiring requirements for Signature circuits. This permits Signature 
devices to use existing wiring, as long as the wiring is in good shape, free of electrical noise, 
When existing wiring is used, the Signature devices will properly map the circuit, function as 
designed, and provide overall network response time of less than three seconds. For new 
installations, twisted-pair wiring is all that is recommended. 


Intelligent 4D Multisensor Detector 


Initiating 
Devices 


Integrates three sensing technologies — lonization, Photoelectric, and Heat — into one detector. Select alarm point for 
any one of five sensitivity settings between 0.67 to 3.70% per foot. Heat detector alarms when it sees a 65° F (35° C) 
increase in ambient temperature. Mounts to separate Standard, Relay, Isolator, or Sounder detector base. 

SIGA-IPHS Intelligent 4D Multisensor Detector, White Data Sheet: 85001-0245 


SIGA-IPHSB Intelligent 4D Multisensor Detector, Black Data Sheet: 85001-0245 


Intelligent 3D Multisensor Detector 


Integrates two sensing technologies — Photoelectric and Heat — into one detector. Select alarm point for any one of 
five sensitivity settings between 0.67 to 3.77% per foot. Heat detector alarms at 135° F (57° C) ambient temperature. 
Mounts to separate Standard, Relay, Isolator, or Sounder detector base. 

SIGA-PHS Intelligent 3D Multisensor Detector, White Data Sheet: 85001-0247 


Intelligent Photoelectric Detector 


Select alarm point for any one of five sensitivity settings between 0.67 to 3.77% per foot. Mounts to separate Stan- 
dard, Relay, Isolator, or Sounder detector base. 
SIGA-PS Intelligent Photoelectric Detector, White Data Sheet: 85001-0269 


Intelligent lonization Detector 


Select alarm point for any one of five sensitivity settings between 0.61 to 1.91% per foot. Mounts to separate Stan- 
dard, Relay, Isolator, or Sounder detector base. 
SIGA-IS Intelligent lonization Detector, White Data Sheet: 85001-0291 


Intelligent Rate-of-Rise/Fixed Temperature Heat Detector 


Includes 15° F (9° C) per minute rate-of-rise and 135° F (57° C) fixed temperature sensor. Mounts to separate Standard, 
Relay, Isolator, or Sounder detector base. 


SIGA-HRS Intelligent Rate-of-Rise/Fixed Temperature Heat Detector, White Data Sheet: 85001-0243 


Intelligent Fixed Temperature Heat Detector 


Includes 135° F (57° C) fixed temperature sensor. Mounts to separate Standard, Relay, Isolator, or Sounder base. 
SIGA-HFS Intelligent Fixed Temperature Heat Detector, White Data Sheet: 85001-0243 


Expander Signature Data Circuit, p. 5; Remote LED, p. 28. 
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Audible (Sounder) Detector Base 
a 
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SIGA-AB4G 


The Signature Series AB4G sounder base adds an audible output function to 
any Signature Series detector. The base can operate as an independent local 
alarm, or as part of a zone or system alarm with synchronized audible output. 
The AB4G may be configured in the field for either steady or temporal output 
and either high or low dB output. 


Audible (Sounder) Base 


Standard Detector Base 


A Signature detector base provides roomside wiring terminals. Mounts to North 

+ American one-gang box, 312 or 4-inch octagon boxes, or 4-inch square electric 

R box. Bases for 4-inch square boxes include the SIGA-TS4 Trim Skirt to conceal 
the electric box and provide a finished appearance. 


LISIGA-SB DISIGA-SB4 (with trim skirt) Standard Detector Base 


Isolator Detector Base 


Signature detector base provides room-side wiring terminals and includes a 
built-in line fault isolator. Models with integral switches allow the detector to 
be removed from its base without causing the isolator to operate. Mounts 
to North American one-gang box, 3% or 4-inch octagon boxes, or 4-inch 
square electrical boxes. Bases for 4-inch square boxes include the SIGA-TS4 
Trim Skirt to conceal the electrical box and provide a finished appearance. 


SIGA-IB Isolator Detector Base 


SIGA-IB4 (with trim skirt) 


Relay Detector Base 


This base includes a relay. Normally-open or closed operation is selected dur- 
ing installation. The dry contact is rated for 1 amp (pilot duty) 8 30 Vdc. The 
relay's position is supervised to avoid accidentally jarring it out of position. The 
relay base does not support the SIGA-LED remote LED. It mounts to North 
American one-gang boxes, 3% or 4-inch octagon boxes, or 4-inch square 
electrical boxes. Bases for 4-inch square boxes include the SIGA-TS4 Trim Skirt 
to conceal the electrical box and provide a finished appearance. 


SIGA-RB SIGA-RB4 (with trim skirt) Relay Detector Base 


Trim skirt, p. 28; Detector Guard, p. 28; Detector Mounting Plate, p. 28. 


24Vdein - 
From power supply : 
or previous base 


Data n _ 
From Signature controlar ~~ a 
or previous device + a davies 


Data Sheet: 85001-0581 


Remote LED 


Max resistance 
b per wire 
T|. must not exceed 
10 Ohms 


DATA OUT (+ 
To Next Device 


DATA IN (+) 
From Signature Controller 
ar Previniis Deul 


Data Sheet: 85001-0245 


DATA OUT (-) 


DATA OUT (+) 


DATA IN (+) To Next Device 


From Signature Controller 
or Previous Device 


Data Sheet: 85001-0245 


Normaly- Normaly- 


Common Closed Open 


DATA OUT (+) 


DATA IN (+) To Next Device 


From Signature Controller 
or Previous Device 


Data Sheet: 85001-0245 
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Initiating 
Devices 


SuperDuct Duct Detectors 


Less than two inches deep, SuperDuct intelligent smoke detectors are 
ideal for installation in ductwork, where space is always at a premium. 
Offering the most advanced and most reliable performance in its class, 
SuperDuct represents the perfect balance of practical design and ad- 
vanced technology. 


Remote 


Alarm relay output 
(aù E test station 


= preen <= Retum | SuperDuct detectors feature a unique design that speeds installation and 
mac T simplifies maintenance. Removable dust filters, conformally coated circuit 
uni = Ea > Supiy boards, and optional water-resistant gaskets keep contaminants away 
= geisiai air from components, ensuring years of trouble-free service. When cleaning 
i is required, the assemblies come apart easily and snap back together in 
Alarm relay output Remote seconds 
test station . 
FACP 
SIGA-SD Intelligent SuperDuct Detector Data Sheet: 85001-0584 
Sampling Tubes SD-T8 (8”) SD-T18 (18”) DISD-T24 (24”) SD-T36 (36”) 
DISD-T42 (42) LISD-T60 (60”) DISD-T78 (78”) DISD-T120 (120”) 
Remote Test Stations SD-TRM (magnetic) SD-TRK (keyed) LISIGA-LED (Remote alarm LED) 
Accessories SD-GSK (cover gasket kit) LISD-MAG (Test magnet kit) 
SD-VTK (Air velocity test kit, stoppers only) LISIGA-SDPCB (PCB/Signature sensor kit) 


Signature Series 


Input/Output Modules 


Signature Series input/output modules are extremely flexible and power- 
ful devices that gather analog information from the slave devices connected to 
them and convert this data into digital signals. They are available in models that 
mount in standard one- or two-gang electrical boxes, as well as versions that Se, 
plug into UIO motherboards. andard two-gang mount 

The actual function of each module is determined by its installer-selected 
personality code. This is downloaded to the module from the Signature Loop Controller during system configuration. 
Because they are intelligent devices, all decisions are made at the module. This allows lower communication speed 
but very fast control panel response time and less sensitivity to line noise and loop wiring properties. As a result, 
twisted or shielded wire is not required. 


Plug-in UlOs 
_ with motherboard 


Application Module 
Waterflow Switches Waterflow/Tamper Module 
Class A indicating and initiating circuits, Universal Class A/B 
two-wire smoke detectors Module 2 Dost E 
Class B Input Module Signature Series intelligent 
Class B Initiating Circuits: Monitor Module inp ut/outp uymoaules feature 
Door Closers, Fans, Dampers Control Relay Module multiple user Se t personality A 
Programmable I/O Module codes that define the module's 
Sounder Base power Reversal Relay Module behavior. 
Supervision of Telephone and Signal Power Riser Monitor Module 
Fire Suppression Releasing Module 


Fault detection Isolator Module 


QuickStart 
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Module mounting and installation options 


Signature Series input/output modules are available in models 
that feature two mounting options: standard mount and plug-in. 


Standard mount models are installed to North American two-gang 
or one-gang electrical boxes, making them ideal for locations 
where only one module is required. Separate I/O and data loop 
connections are made to each module. 


+— Cabinet or electrical enclosure 
Plug-in UIO modules mount to UIO motherboards. Two- and Plug-in UIO 
six-module UIO motherboards are available, making them ideal 
for installations where more than one module is required. Moth- 
erboards can accommodate individual risers for each on-board 
module, or shared risers in any combination with their UIO mod- 
ules. All wiring connections are made to terminal blocks on the 
motherboard. UIO assemblies may be mounted in either cabinets, 
or standard electrical enclosures. 


k N ® Standard mount 
% (one- or two-gang) 


səd 
Guneniul 


Universal Class A/B Module 


The Universal Class A/B Module is used to connect initiating, appliance, or two-wire smoke 


SIGA-UM 


circuits in either Class A or Class B configurations. The plug-in version can also be used as a > Z 
Class A dry contact initiating device circuit. The actual function of this module is determined oo 
by the “personality code” selected by the installer. Up to fifteen personalities are available. E S 
SIGA-UM Universal Class A/B Module (Two-gang standard mount) Data Sheet: 85001-0275 a S 
SIGA-MAB Universal Class A/B UIO (Plug-in) Module Data Sheet: 85001-0275 E 2 


Class B Input Module 


The Class B Input Module is used to connect Class B normally-open Alarm, Supervisory, or y= 


SE 

d 

N 

Monitor type dry contact initiating device circuits. The standard-mount version is available with $ = 
either one or two input connections. The plug-in version accepts two input connections. The 2 
actual function of this module is determined by the “personality code” selected by the installer. = 
A total of four personalities are available. nee 
— 

SIGA-CT1 Single Input Module (One-gang standard mount) Data Sheet: 85001-0241 > 
SIGA-CT2 Dual Input Module (One-gang standard mount) Data Sheet: 85001-0241 = 
SIGA-MCT2 Dual Input UIO (Plug-in) Module Data Sheet: 85001-0241 2 


Expander Signature Data Circuit p. 5; UIO Motherboards, p. 24 
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Signal Module — 


The Signal Module is used to connect, upon command from the loop controller, supervised 
Class B signal or telephone circuits to their respective power inputs. Models are available with 
one or two power inputs. These may be either polarized 24 Vdc to operate audible and visual HS 
signal appliances, or 25 and 70Vams to operate audio evacuation speakers and firefighter's a 
telephones. The actual function of this module is determined by the “personality code” selected th 
by the installer. A total of three personalities are available. 7 


SIGA-CC1/CC2 


SIGA-CC1 Single Input Signal Module (Two-gang standard mount) Data Sheet: 85001-0237 
SIGA-MCC1 Single Input Signal UIO (Plug-in) Module Data Sheet: 85001-0237 
SIGA-CC2 Dual Input Signal Module (Two-gang standard mount) Data Sheet: 85001-0237 
SIGA-MCC2 Dual Input Signal UIO (Plug-in) Module Data Sheet: 85001-0237 


Control Relay Module 


The Control Relay Module provides a Form C dry relay contact to control external appliances 
such as door closers, fans, dampers etc. This device does not provide supervision of the 
state of the relay contact. Instead, the on-board microprocessor ensures that the relay is in 
the proper ON/OFF state. Upon command from the loop controller, the relay activates the 
normally open or normally-closed contact. This module supports only one personality: no user 
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configuration is required. pare 
SIGA-CR Control Relay Module (One-gang standard mount) Data Sheet: 85001-0239 
SIGA-MCR Control Relay UIO (Plug-in) Module Data Sheet: 85001-0239 


Polarity Reversal Relay Module 


The Polarity Reversal Relay Module provides a Form C dry relay contact to power and activate a 
series of SIGA-AB4 Audible Sounder Bases. Upon command from the Signature loop controller, 
the SIGA-CRR reverses the polarity of its 24 Vdc output, thus activating all Sounder Bases on 
the data loop. This module supports only one personality: no user configuration is required. 


SIGA-CRR Polarity Reversal Relay Module (One-gang standard mount) Data Sheet: 85001-0239 
SIGA-MCRR Polarity Reversal Relay UIO (Plug-in) Module Data Sheet: 85001-0239 
„Rasa A 


Riser Monitor Module 


The SIGA-RM1 Riser Monitor Module is an intelligent device that monitors the integrity of 24 
Vdc, 25 Vac, and 70 Vac circuits, as well as telephone riser signals. Upon the loss of a signal, 
the Riser Monitor Module causes the fire alarm control panel to indicate an alert status. Per- 
sonality codes downloaded to the Riser Monitor Module during system configuration determine 
its function. 


SIGA-MRM1 


SIGA-RM1 Riser Monitor Module (One-gang standard mount) Data Sheet: 85001-0535 
SIGA-MRM1 Riser UIO (Plug-in) Module Data Sheet: 85001-0535 


Expander Signature Data Circuit p. 5; UIO Motherboards, p. 24; AB4G Sounder Base, p. 19. 


Synchronization Output Module 


The Synchronization Output Module is an intelligent device that connects a supervised output 
circuit to a 24 Vdc riser. The output wiring is monitored for open circuits and short circuits. 
A short circuit will cause the fire alarm control panel to inhibit the activation of the audible/ 
visual signal circuit so the riser is not connected to the wiring fault. Upon command from the 
Signature loop controller, the Auto-Sync Output Module connects the output circuit to the 
riser input. The output circuit operates polarized audible and visual appliances that have an 
adjustable resynchronizing feature. 


SIGA-CC1S 
SIGA-MCC1S 


Synchronization Output Module (One-gang standard mount) 
Synchronization Output UIO (Plug-in) Module 


Input/Output Module 


The Input/Output Module is an intelligent device that provides the following 
modes of operation: 

N Output with monitor input 

N Input/programmable output 

N Input/direct output 


SIGA-IO 
SIGA-MIO 


Input/Output Module (One-gang standard mount) 
Input/Output UIO (Plug-in) Module 


Waterflow/Tamper Module 


The SIGA-WTM Waterflow/Tamper Module is a two circuit intelligent module. Circuit 1 is for Class 
B normally-open waterflow alarm switches. When the input contact is closed for approximately 16 
seconds, an “alarm” signal is sent to the loop controller. Circuit 2 is for Class B normally open dry 
contact supervisory and tamper switches. When the input contact is closed, an “active” signal is sent 
to the loop controller. Conditions on both circuits are latched at the module. 


SIGA-WTM Waterflow/Tamper Module (One-gang standard mount) 


Isolator Module 


The SIGA-IM Isolator Module is an intelligent device that allows part of the Signature data loop 
to continue operating in the event of a short circuit. The module can be wired into a Class 
A data loop at any point. A maximum of 96 isolator modules can be installed on one circuit. 
If a fault occurs, the isolator cuts power to all devices beyond the isolator on the loop. Once 
activated, the line fault isolator continuously checks the faulted side of the loop to determine 
if the short still exists. When the fault is cleared, the module automatically restores the entire 
data loop to its normal condition. 


SIGA-IM Fault Isolator Module (Two-gang standard mount) 


Monitor Module 


The SIGA-MM1 is a single-circuit intelligent module that includes a Class B normally-open dry 
contact. This is used for monitoring input from devices such as fans, dampers, and doors. 
When the input contact is closed, an “active” signal is sent to the loop controller. The active 
condition is not latched at the module. 


SIGA-MM1 Monitor Module (One-gang standard mount) 


X 
a SIGA-CC1S 


Data Sheet: 85001-0543 
Data Sheet: 85001-0543 


SIGA-MMIO 


Data Sheet: 85001-0533 
Data Sheet: 85001-0533 


Data Sheet: 85001-0297 


SIGA-MM1 


Data Sheet: 85001-0297 
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Signature Series Universal Input/Output Module Motherboards provide mounting 
and wiring terminations for up to six Signature Series plug-in UIO (SIGA-“M” se- 
ries) modules. UIO motherboards snap into a rigid extruded track (included) with 
mounting pads for convenient mounting into a variety of equipment enclosures. UIO 
modules plug into the board and are held securely in place with captive machine 
screws. All field wiring connects to terminal blocks on the motherboard, which 
permits rapid removal and replacement of modules for troubleshooting. 


The SIGA-UIOZR provides mounting and wiring terminations for up to two UIO 
modules, and the SIGA-UIO6R provides mounting and wiring terminations for up 
to six UIO modules. Both motherboards feature a riser #1 input and a riser #2 input 
bus. Jumpers on riser #1 input (between modules), facilitate sharing a single riser 
among more than one module. This significantly reduces wiring requirements. Re- 
moving the jumpers provides T 

separate riser inputs to each adjacent module. Riser #2 input is l 


fixed to each module position and cannot be split. cees sess sasa nasa Pesa; eee 


Data In T 


The SIGA-UIO6 provides mounting and wiring 
terminations for up to six UIO modules. This moth- Data 
erboard provides two riser inputs that are common 
to all modules. 


UIO motherboards mount inside the MFC-A cabinet sumeers connect E cares ana aes aie sai 
or other suitable UL-listed electrical enclosure. Each Between Modules | 

MFC-A will hold one UIO2R motherboard or one Individual Riser 1 Input to each SIGA-UIO module 
UIO6 or UIO6R motherboard complete with their 


full complement of modules. 


Signature 


Riser 2 Input 
common to 
all SIGA-UIO 
Modules 


Data Out + 


SIGA-UIO2R Universal Input/Output Module Board with Riser Inputs — 2 Module Positions Data Sheet: 85001-0365 
SIGA-UIO6R Universal Input/Output Module Board with Riser Inputs — 6 Module Positions Data Sheet: 85001-0365 
SIGA-UIO6 Universal Input/Output Module Board — 6 Module Positions Data Sheet: 85001-0365 


Related Equipment 


MFC-A Multi-function Cabinet (for UIO and Releasing modules) 

27193-11 Surface Mount Box - Red, One-gang 

27193-16 Surface Mount Box - White, One-gang 

27193-21 Surface Mount Box - Red, Two-gang 

27193-26 Surface Mount Box - White, Two-gang | 

235196P Bi-polar Transient Protector (use with all Signal Modules) mr me 
SIGA-MP1 Signature Module Mounting Plate, 1 footprint mg 

SIGA-MP2 Signature Module Mounting Plate, 1/2 footprint a 
SIGA-MP2L Signature Module Mounting Plate, 1/2 extended footprint 


e One supervised manual 
release input circuit 

e One supervised abort cir- 
cuit for N/O abort switch 

e One first alarm output 
relay (Form C Contact) 


The releasing module includes a built-in timer that inhibits the deluge 
function during the pre-action routine. One of four pre-action routines, 
may be selected by means of dip-switches on the module. The 
duration of automatic and manual time delays, as well as the abort 
time settings are also selectable with dip-switches. The SIGA-REL 
mounts inside an MFC-A cabinet or other suitable UL-listed electrical 
enclosure. Each MFC-A will hold one SIGA-REL. 


Available releasing module accessories include dedicated pull sta- 
tions, abort switches and service switches. Together with the SIGA- 
REL, they comprise a complete fire suppression package. 


SIGA-REL Analog addressable releasing module 
RELA-ABT Abort station 

RELA-SRV Service disconnect station 

276A-REL Manual releasing station (single-action) 
278A-REL Manual releasing station (double-action) 
RELA-EOL Polarized end-of-line relay 


The Signature Series Releasing Module (SIGA-REL) is an analog addressable 
module that works with fire suppression systems designed to release extinguish- 
ing gas such as Halon. Its primary function is the control of sprinkler pre-action 
routines and the initiation of suppression system deluge functions. The module 
is easily configured in the field and offers a wide range of options that prevent 
the unnecessary release of extinguishing agent. 


The SIGA-REL is a network component consisting of: 
e Two supervised release circuits 
e Two supervised pre-release circuits 


Abort € 
First alarm output 
Manual Release £ Form C 3 A @24 Vdo 


rth 
TS = [200 


swi-swe <a } 24Vdcin 


> } Pave out 
+ 


I 


L 
w2 F 


Z Sone SIGA-REL NE 

> E 
Signature data out ( * $ S 7 | 
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@_& Pre-release CCT (pulsed 15/60) 


RELA-EOL| RELA-EOL 
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Release CCT1 Release CCT2 


Data Sheet: 85001-0531 
Data Sheet: 85001-0531 
Data Sheet: 85001-0531 
Data Sheet: 85001-0531 
Data Sheet: 85001-0531 
Data Sheet: 85001-0531 
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Signature Series 


Manual Pull Stations 


Signature Series manual pull stations are configured for Class 
B IDC operation. When the station's pull lever is operated, an 
alarm signal is sent to the loop controller. 

The alarm condition is latched at the station. 


REAR VIEW 
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Single Action Pull Stations 


Green LED 
(Normal) 


SIGA-270 series manual pull stations are made from eT 
die-cast zinc and finished with red epoxy powder- 
coat paint. With positive pull-lever operation, one 
pull on the station handle breaks the rod and turns 
in a positive alarm. Where two-stage operation is re- 
quired, SIGA-270P pre-signal models are equipped jaan 
with a general alarm (GA) keyswitch. PN 


i } 
From Signature Controller To Next Device 
or Previous Device 


SIGA-270 One Stage Fire Alarm Station, English Markings Data Sheet: 85001-0279 
SIGA-270P Two Stage (Pre-signal) Fire Alarm Station, English Markings Data Sheet: 85001-0279 
276-K2 GA Key — for pre-signal station Data Sheet: 85001-0279 
270-GLR 20 Break-rods — for SIGA-270 series Data Sheet: 85001-0279 
276B-RSB Surface Mount Box, Red — for SIGA-270 series Data Sheet: 85001-0279 


REAR VIEW 


Double Action Pull Stations 


The double action, single stage SIGA-278 station is a ang 
contemporary style manual station made from durable 
red LEXAN. To initiate an alarm, first lift the upper door, 
then pull the alarm handle. 


DATA IN (+) DATA OUT DL 
{ DATA IN (-) DATA OUT (-) 


From Signature Controller 
or Previous Device 


SIGA-278 Double Action (One Stage) Fire Alarm Station, English Markings Data Sheet: 85001-0279 
276B-RSB Surface Mount Box, Red — for SIGA-278 series Data Sheet: 85001-0279 
276-GLR 20 Break-rods — for SIGA-278 series Data Sheet: 85001-0279 


ADA Manual Station Relocator, p. 29; Stopper Il, p. 29; Hazardous Location Pull Station, p. 42 
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Audio Amplifiers To Next Amp Shield Optional 

Gaan Status LEDS [ Audio Output 

Signature Series amplifiers are high- — Fromchannel1 b R T Signature device 


+ Output Return 


Signal Source - 
=- -¢- Class A Only 


efficiency switch mode audio amplifiers  1vrmsorz5vms 
available in 30 and 50 watt sizes. Ampli- from channet2 
fiers have two input channels supporting Nm 9° 25s - 
dual channel or single channel audio ap- Sanr... sra AI + A Tee 
plications. Signature amplifiers are ideally ~an previous + 

suited for distributed audio applications 
and small centrally banked applications. 
The audio output is configurable as 25Vams or 70Vaws in Class B or Class A wiring configurations. Speakers can 
connect directly to the output of the amplifier or the amplifier output can run as an audio riser to Signature modules 
where speaker zone selection is made. Each amplifier has a built-in 1kHz tone generator and provision for a back up 
amplifier. On-board status LEDs provide quick visual indication of amplifier status. 


+ From Output of 
- Backup Amp 


saon2q 
Bueu 


Signature Device- - Signature Device 


SIGA-AA30 30 Watt Intelligent Audio Amplifier Data Sheet: 85010-0089 
SIGA-AASO 50 Watt Intelligent Audio Amplifier Data Sheet: 85010-0089 
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Input/output modules, p. 20; System Power Supplies, p. 8; Network Audio p. 6. 
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Signature Series 


Accessories 


Signature Detector Guard 


Constructed of sturdy 16-guage steel, the SIGA-DG Smoke Detector Guard is designed 
to protect SIGA-IPHS 4D and SIGA-PS smoke detectors from damage or tamper- 
ing. The advanced computer-designed louver system allows smoke detectors to be 
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PU installed at their listed spacing and has no effect on operating sensitivity. 
~~ 
SIGA-DG Smoke Detector Guard Data Sheet: 85001-0359 
SIGA-DGSB Detector Guard Surface Mount Accessory Data Sheet: 85001-0359 


Detector Mounting Plate 


The SIGA-DMP Detector Mounting Plate is a 7-inch (178mm) square mounting plate designed 
to provide convenient mounting of Signature Series intelligent smoke detectors in raised floor 
or plenum applications. The detector mounting plate may also be installed in low velocity 
ducts that have a maximum width of up to 36-inches (915mm) and a maximum height of 
up to 36-inches (915mm). 


SIGA-DMP Detector Mounting Plate Data Sheet: 85001-0255 


Remote LED 


The remote LED connects to the SIGA-SB or SIGA-SB4 Standard Base. It features a North 
American size one-gang plastic faceplate with a white finish and red alarm LED. 


SIGA-LED Remote Alarm LED Data Sheet: 85001-0245 


Trim Skirt 


Use the SIGA-TS Trim Skirt to give Signature detectors a finished look and hide surface 
imperfections around the detector’s base. Supplied with all four-inch detector bases, the 
SIGA-TS4 can also be ordered separately. Use the black model with SIGA-IPHSB. 


SIGA-TS Detector Trim Skirt (white) Data Sheet: 85001-0245 
SIGA-TSB Detector Trim Skirt (black) Data Sheet: 85001-0245 
SIGA-TS4 Detector Trim Skirt (white) — for 4-inch box Data Sheet: 85001-0245 


Detectors, p. 18; Detector Bases, p. 19 
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Manual Station Relocator 


The Manual Station Relocator is designed to lower the height of a fire alarm pull station to meet 
ADA requirements. Most existing pull stations are mounted 60 inches (1524mm) or higher above 
the floor. The Relocator lowers the height to 48 inches (1220mm) without the need for pulling new 
wires or moving the existing electrical box. 
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RR-32RL Pull Station Relocator Data Sheet: 85001-0351 


Stopper Il 


This unique device helps prevent false alarms without restricting legitimate ones. It consists 
of a tamper-proof clear LEXAN polycarbonate shield and frame that fits easily over manual 
pull stations. When lifted, it sounds a piercing warning horn. 
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DI STI-1100 (Flush) LI STI-1130 (Surface) Stopper II with Horn Data Sheet: 85001-0491 
LI] STI-1200 (Flush) LI STI-1230 (Surface) Stopper II without Horn Data Sheet: 85001-0491 
LI] STI-3100 (2" Spacer) LI STI-3004 (Conduit Insert) Spacers Data Sheet: 85001-0491 
D STI-3002 (Gasket) D STI-3003 (Conduit Gasket) Weatherproofing Data Sheet: 85001-0491 
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Detectors, p. 18; Manual Pull Stations, p. 26 
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QuickStart 


EC Series Smoke & Heat Detectors, p. 27 
Duct Detectors, p. 28 

Heat Detectors, p. 29 

Pull Stations, p. 30 


Beam Detectors, p. 32 


Conventional 
Initiating Devices 


QuickStart conventional initiating devices for the QSC and QS4 line of 
control panels feature state-of-the-art detection technology and a wide range of 
options and accessories perfectly suited to small building applications. From in- 
novative smoke detectors to special-purpose pull stations, these devices provide 
flawless support for the full range of QuickStart features. 


QSC and QS4 control panels support up to 40 Class A or 48 Class B 
circuits. Both wiring configurations accept a mix of smoke detectors and other dry 
contact devices, as well as two- or four-wire smoke detectors. 


QuickStart Class A conventional circuits reside on the ZA8-2 Zone Card, 
which provides eight circuits, while Class B circuits are found on the ZB16-4, which 
hosts sixteen. Depending on the card, up to four circuits can be used as notifica- 
tion appliance circuits for connecting polarized 24 Vdc devices such as horns or 
strobes. QuickStart panels with 12-option wallboxes will accommodate as many as 
five zone cards. 


A useful feature of the QS4 panel is its support for both conventional 
and analog initiating device circuits. This is ideal for retrofits or building expansions 
where this panel will support existing conventional devices, while also allowing new 
or remodelled areas to be fitted with Signature Series detectors and modules. This 
staged approach to upgrading is a cost-effective solution for applications where a 
complete retrofit to analog devices is not desirable. 


Typical Conventional Circuit Wiring 


Four-wire smoke detector circuit Two-wire smoke detector circuit 


IDC OUT + 
4.7KQ 
IDC OUT — 


CLASS B 


IDC OUT + 


IDC OUT — 


IDC RTN + 


IDC RTIN- X 


CLASS A 


IDC RTN— 


QuickStart 


EC Series Detectors 


EC Series lonization Detector 


The EC10 ionization detector responds quickly and reliably to all fire types, especially fast 
burning fires fuelled by combustibles such as oil, spirits, wood and paper. Particles as small 
as 0.01 microns will be detected by its sensing element, triggering an alarm even before 
visible smoke is apparent. 


EC10U-3 Low-profile Plug-in lonization Detector Data Sheet 85001-0551 
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EC Series Photoelectric Detector 


The EC30U-3 photoelectric (optical) detector responds quickly and reliably to all fire types, 
especially slow burning fires fuelled by combustibles typically found in modern multi-use 
buildings. Using sophisticated technology based on light scattering principles, particles as 
small as 0.5 microns will be detected by the sensing element, triggering an alarm at the first 
sign of smoke. 


EC30U-3 Low-profile Plug-in Photoelectric Detector Data Sheet 85001-0552 
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EC Series Heat Detectors 


EC Series heat detectors employ advancecd electronic thermistor technology, making them 
ideal for a wide range of aplications where smoke detection is inappropriate. The EC20RRU-3 
rate-of-rise detector is well suited to areas such as kitchens and shower rooms, where the 
ambient temperature is relatively constant, but where steam and smoke are present. The 
EC20FTU-3 fixed-temperature detector is ideal for laundries and industries where fluctuations 
in ambient temperature is expected. 


EC20FTU-3 Low-profile Plug-in Fixed Temperature Heat Detector Data Sheet 85001-0553 
EC20RRU-3 Low-profile Plug-in Rate-of-Rise Heat Detector Data Sheet 85001-0553 


Rate Compensation Heat Detectors 
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_ All models feature rate compensation and are available with either 135 °F (57.2 °C) or 194 
ax "°F (90 °C) ratings. They are self restoring, hermetically sealed, shock and corrosion resis- 
tant, and are tamperproof. Sensors rated at 135 °F (57.2 °C) will not respond to momentary 
temperature fluctuations less than 30 °F/minute between 60 °F (16 °C) and 100 °F (38 °C). 
Sensors rated at 194°F (90 °C) will not respond to momentary temperature fluctuations less 
than 50 °F/minute between 60 °F (16 °C) and 150 °F (66 °C). The sensor's aluminum tube 
acts as a heat collector when sources of heat radiate directly on the tube. Install these sen- 
sors out of direct sunlight and away from radiating heat sources including the direct flow from 
heaters and heat ducts. 


302-135 Heat Detector - Interior, Vertical Surface Mount FM & UL, 135 °F (57.2 °C) Data Sheet 85001-0589 
302-194 Heat Detector - Interior, Vertical Surface Mount FM & UL, 194°F (90 °C). Data Sheet 85001-0589 
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Optional second sensor RJ-45 wiring harness 
(ordered separately) 


RJ-45 wiring harness 
(ordered separately) 


Controller 


ESD-4WJ Controller and sensor (RJ45) 
Controllers ESD-CJ Controller (RJ45) 
Sensors ESD-SJ Sensor (RJ45) 
Remote Stations SD-TRM4 (magnetic) 


SuperDuct Accessories 


ESD-CT Controller (terminals) 
ESD-ST Sensor (terminals) 


SD-TRK4 (keyed) 


RJ45 Wiring Harness LISD-RJ5 (5 ft.) SD-RJ10 (10 ft.) 
Sampling Tubes LISD-T8 (8”) SD-T18 (18”) 
CISD-T42 (42”) LISD-T60 (60”) 
Accessories LISD-GSK (cover gasket kit) 
OISD-VTK (Air velocity test kit) 


DISD-RJ15 (15 ft.) 


DISD-T24 (24”) 
CISD-T78 (78”) 


6260A-CU Duct Smoke Detector Housing 
EC30DU-3 Photoelectric Duct Smoke Detector - UL 
C-DTS Remote LED/Test Station 
6263-EC Air Velocity Test Kit - for Duct Detector Housing 


Sampling Tubes (16261-001 (8”) 6261-002 (24”) 


6261-003 (42”) 6261-006 (78”) 


Four-wire SuperDuct Detectors and Controllers 


Four-wire SuperDuct detectors feature a unique modular design that speeds 
installation and simplifies maintenance. Separate housings enable access to 
either the controller or detector without affecting the other. 


The controller can accommodate up to two detectors. One or both detectors 
may be installed remotely from the controller. A Category 5 wiring harnesses 
(ordered separately) is used for interconnection when detectors are installed 
remotely from the controller. Harnesses are terminated with RJ45 connectors 
and come in lengths of up to 15 feet. Controllers and detectors may also be 
ordered with terminal blocks for interconnection wiring. 


Data Sheet: 85001-0583 
Data Sheet: 85001-0583 
Data Sheet: 85001-0583 


L15956A (Remote LED Alarm Indicator) 


SD-T36 (36”) 
CISD-T120 (120”) 


LISD-MAG (Test magnet kit) 


EC Duct Smoke Detector, Housing & Accessories 


The 6260A-100 Duct Smoke Detector/Sensor Housing accepts optional accessory modules 
to provide low cost, custom duct detector configurations to meet specific job needs. The 
housing is designed to use 6264 Series lonization or 6266 Series Photoelectric smoke de- 
tectors. One air sampling inlet tube and detector mounting base must be ordered for each 
duct smoke detector housing. 


Data Sheet: 85001-0575 
Data Sheet: 85001-0575 
Data Sheet: 85001-0575 
Data Sheet: 85001-0575 
6261-010 (120”) 


Less than 
two inches deep! 
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Heat Detectors 


Single-pole Heat Detectors 


QuickStart-compatible heat detectors provide high quality, reliability, and the ultimate in design 
and decor. The low silhouette and pure white finish blends with most ceiling styles to provide 
an inconspicuous unit. Heat Detectors are available with 135°F, 194°F, 197°F or 200°F rat- 
ings for fixed temperature, or combination rate-of-rise and fixed temperature operation. Both 
single pole and double pole models are available. 


Rate-of-Rise operation: A temperature increase at the detector of 15°F or more per minute 
activates the rate-of-rise feature. This closes the contacts in the detector to transmit the 
alarm condition to the fire alarm control panel. When the rate-of-rise element alone has been 
activated, the detector is self-restoring. 
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Fixed Temperature operation: If the temperature of the center disk rises to the detector's rated 
temperature, the fixed temperature element activates. This closes contacts in the detector 
and transmits an alarm condition to the fire alarm control panel. The fixed temperature ele- 
ment is non-restorable and, when activated, the detector must be replaced. The need for 
replacement is indicated when the center disk has fallen free from the detector. 


281B-PL Heat Det., ROR/FT, 135°F, w/ Plastic Mounting Plate Data Sheet: 85001-0261 > Ze 
282B-PL Heat Det., ROR/FT, 194°F, w/ Plastic Mounting Plate Data Sheet: 85001-0261 E = 
283B-PL Heat Det., FT, 135°F, w/ Plastic Mounting Plate Data Sheet: 85001-0261 D O 
284B-PL Heat Det., FT, 194*F, w/ Plastic Mounting Plate Data Sheet: 85001-0261 a = 
280A-MPL Metal Mounting Plate for 280 Series Detectors Data Sheet: 85001-0261 8 > 


Double-pole Heat Detectors 


CR/CF Series heat detectors offer fixed temperature or combination rate-of-rise and fixed 
temperature detection. 


Rate-of-Rise operation: A temperature increase at the sensor of 15°F (9°C) or more per 
minute activates the rate-of-rise feature. This closes the contacts in the sensor to transmit 
the alarm condition to the fire alarm control panel. When the rate-of-rise element alone has 
been activated, the sensor is self-restoring. 


Fixed Temperature operation: If the temperature of the center disk rises to the sensor's rated 
temperature, the fixed temperature element activates. This closes contacts in the sensor and 
transmits an alarm condition to the fire alarm control panel. The fixed temperature element 
is non-restorable and, when activated, the detector must be replaced. The need for replace- 
ment is indicated when the center disk has fallen free from the detector. 
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CR135-2 Heat Detector, 135°F (57°C), Combination Rate-of Rise and Fixed Temperature Data Sheet: 85001-0367 
CR200-2 Heat Detector, 200°F (93°C), Combination Rate-of Rise and Fixed Temperature Data Sheet: 85001-0367 
CF135-2 Heat Detector, 135°F (57°C), Fixed Temperature Only Data Sheet: 85001-0367 
CF200-2 Heat Detector, 200°F (93°C), Fixed Temperature Only Data Sheet: 85001-0367 
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Metal Manual Pull Stations 


The 270 Series non-coded fire alarm stations are sturdy, attractive, and designed for economi- 
cal installation. The station is available in two operational and functional designs: 


e 270 Series provide a single action, break glass initiating station. It is available with normally 
open, normally closed or combination NO/NC contacts. 270 Series have screw terminals 
for field connection. 270A Series have 6-inch wire leads. 


e 270P Series is a break glass, normally open pre-signal station. The pull of the lever sounds 
an alarm on all pre-signal indicating devices. Inserting a key and turning it will initiate a 
general evacuation alarm. Screw terminals are provided for field connection. 


[1270-SPO (w/ terminals) L1270A-SPO (w/ wire leads) Fire Alarm Station, Single Pole Data Sheet: 85001-0303 
[1270-DPO (w/ terminals) L1270A-DPO (w/ wire leads) Fire Alarm Station, Double Pole Data Sheet: 85001-0303 
L1270P-SPO (single pole) L1270P-DPO (double pole) Fire Alarm Station, presignal Data Sheet: 85001-0303 

270-GLR Glass Rods for 270 Series Manual Stations Data Sheet: 85001-0183 


Lexan Manual Pull Stations 


276B/277B series non-coded fire alarm stations are contemporary styled Lexan stations 
that are flexibly designed to meet a wide variety of application requirements and operational 
sequences. 

e 276B Series are single action stations with terminals for field wiring connections. 

e 277B Series are also single action stations but use 6” wire leads for field wiring connections. 
e 278B Series are double action stations with terminals for field wiring connections. 


276/277 Series see e 279B Series are double action stations with 6” wire leads for field wiring connections. 
Data Sheet 85001-0183 


All types can be either pre-signal or general alarm and are available with single or double pole 
S Series S alarm contacts that can be normally open, normally closed or a combination of both. Either 
sinoi lia ai GAAT a key or tool (depending on station selected) is required to reset pull station. 


Single action, 1 stage, key reset, terminals 276B-1120 (single pole) 276B-1320 (double pole) 
Single action, 1 stage, tool reset, terminals 276B-1110 (single pole) 276B-1310 (double pole) 
Single action, 2 stage, key reset, terminals, presignal 276B-2120 (single pole) 276B-2320 (double pole) 
Single action, 1 stage, wire leads 277B-1110 (single pole, tool ) 277B-1120 (single pole, key) 
1 stage, double pole, wire leads, key reset L]279B-1320 (double action) L]277B-1320 (single action) 

1 stage, double pole, leads, key, 1 open, 1 closed contact [1276B-1420 (single action ) 278B-1420 (double action) 
Double action, 1 stage, key reset, terminals 278B-1120 (single pole) 278B-1320 (double pole) 
Double action, 1 stage, tool reset, terminals 278B-1110 (single pole) 278B-1210 (double pole) 
Double action, 2 stage, key reset, terminals, presignal 278B-2120 (single pole) 27B8-2320 (double pole) 
Double action, 1 stage, wire leads [1279B-1110 (single pole, tool)  [1279B-1120 (single pole, key) 


C3ăuickStart 


“ces on this page 1 


Device QS4 
deal for QSC AN” 
are Mentor Application” 
IN CASE OF FIRE Institutional Manual Stations 
INSERT KEY 1534-1 key-operated fire alarm stations are ideal for use in buildings such as penal institutions 
© or housing for the mentally handicapped, where ordinary pull stations would be operated 
TURN TO RIGHT maliciously. The 1534-1 station is fitted with a key-operated switch for which the key is not 3 
easily duplicated. 1534-1 key-operated stations use spanner head screws for mounting to S =. 
G the backbox. This further reduces tampering and deters unauthorized removal. S a 
CE 
0 3 
1534-1 Institutional Manual Station - Key Operated Data Sheet: 85001-0179 va 
PP46292-0200 Surface Box - for 1534-1 Data Sheet: 85001-0179 


Weatherproof Manual Stations 


MPSR Series manual pull stations from Edwards are noncoded fire alarm stations solidly 
constructed of die-cast material. All components are pre-painted or have plated surfaces to 
inhibit corrosion. MPSR Series manual pull stations are weatherproof and rated for outdoor 
use. Single- and double-action MPSR models are available with either single pole (normally 
open) or double pole (double throw) alarm contacts. Depending on the model, access to the 
unit for resetting purposes is gained with either a keylock or hex screw. All models feature 
terminals for wire connection. 
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Single Action Stations (weatherproof backbox included) 


MPSR2-SHTW-Edwards-NYW SPST, hex screw reset, terminal connections, NYC white stripe. Data Sheet: 85001-0588 


MPSR2-S45W-Edwards-NYW SPST, Cat 45 Key reset, terminal connections, NYC white stripe. Data Sheet: 85001-0588 
For bilinguial French/English markings add -B to the suffix of the model number. 


MPSR1-SHTW-Edwards SPST, hex screw reset, terminal connections. Data Sheet: 85001-0588 l 

MPSR1-S45W-Edwards SPST, Cat 45 Key reset, terminal connections. Data Sheet: 85001-0588 || 
MPSR1-DHTW-Edwards DPDT, hex screw reset, terminal connections. Data Sheet: 85001-0588 || SR 
MPSR1-D45W-Edwards DPDT, Cat 45 Key reset, terminal connections. Data Sheet: 85001-0588 o] N 
= 
Double Action Stations (weatherproof backbox included) 2 
MPSR2-SHTW-Edwards SPST, hex screw reset, terminal connections. Data Sheet: 85001-0588 o] 4 3 
MPSR2-DHTW-Edwards DPDT, hex screw reset, terminal connections. Data Sheet: 85001-0588 |] = 
MPSR2-S45W-Edwards SPST, Cat 45 Key reset, terminal connections. Data Sheet: 85001-0588 a > 
MPSR2-D45W-Edwards DPDT, Cat 45 Key reset, terminal connections. Data Sheet: 85001-0588 o] = 
| 5 
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Manual Station Accessories 


P-024953 Key - for Presignal Manual Pull Stations Data Sheet: 85001-0303 o] 
276-K1 Reset Key & Tag (for ‘Key-Reset’ Stations) Data Sheet: 85001-0183 |] 
276-K2 Key & Tag (for Presignal Manual Stations) Data Sheet: 85001-0183 |] 

276B-RSB Surface Back Box - RED, Steel Data Sheet: 85001-0183 || 

P-027193 Surface Box, Cast Data Sheet: 85001-0495 || 

P-039250 Surface Box Data Sheet: 85001-0303 || 
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Beam Smoke Detectors 


EC Series Reflective Beam Smoke Detector 


EC Series Reflective Beam Smoke Detectors comprise a transmitter and 
receiver in a single enclosure. The transmitter emits an invisible infrared 
light beam that is reflected via a prism mounted directly opposite and with 
a Clear line of sight. Depending on the detector model, the prism can be 
mounted up to 160 feet — or as far away as 330 feet — from transmitter/ 
receiver unit, and provide a protected area up to 60 feet wide. 


This large protected swath makes EC Reflective Beam smoke detectors 
ideal for open areas such as warehouses, hotel atriums, industrial plants, 
and school gymnasiums. They are also invaluable in shopping malls, 
libraries, theatres and churches, where servicing traditional detectors can 
be difficult. Optional key-operated ground-level test stations allow remote 
detector testing from a safe location. 


Initiating 
Devices 


ae Zone Wiring 
Single Detector Ceiling | Multiple Detectors 40240 80 Vole DO (RED): |] 
— wew pe | [+ = 
Al Resist 
Detector | ool o, Rez aoa »< T k 
19 to 24 inches XN aS >< H e required for 
orth American 
(483 to 610 mm) | | Trouble Relay Markets) 
SE 4 pia Ka > SOM HITE) laJ End of Line Resistor 
60 ft. (18.3 m) max. 19 in. to 30 ft. 60 Ft max. 19 in. to 30 ft. ue 
(483 mm to 9.14m) (18.3 m) (483 mm to 9.14 m) NC (GREEN) 
EC-50R EC-50R Reflective Beam Smoke Detector, test filter, one reflector Data Sheet 85001-0560 
EC-100R EC-100R Reflective Beam Smoke Detector, test filter, four reflectors Data Sheet 85001-0560 
EC-LLT Ground Level Test Station Data Sheet 85001-0560 


Projected Beam Smoke Detector 


The Fireray 2000 is a projected beam smoke detector designed to detect smoke in a large 
volume. The system is comprised of three pieces, a transmitter head, a receiver head, and 
a control box. The transmitter projects a modulated infrared light beam to the receiver. At 
the receiver, the signal is sent to the controller, where it is analyzed. If there is smoke in the 
beam path, the receiver's signal is reduced by a level proportional to the density of the smoke. 


22310-18-01 Beam Smoke Detector Controller with Heads Data Sheet 85001-0548 
0201-01-01 Beam Alignment Aid Data Sheet 85001-0548 
23901-00 Prism - Beam Detector Data Sheet 85001-0548 


Notifigatior-Appliances 


Wall Horns, Strobes and Chimes p. 35 
Wall Speakers and Speaker/strobes p. 36 
Signal Master p. 37 

Ceiling Horns, Speakers and Strobes p. 37 
Harsh Environment Signals p. 38 

Audible Signals p. 39 

Audio System p. 40 

Firefighers’ Telephones p. 41 
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NI ot [| fi Cc at i O n Bell Strobe Plates p. 42 
Mounting Accessories p. 42 

Appli 


Edwards notification appliances are high-performance devices finely 
tuned to deliver maximum output in exchange for the lowest possible 
current draw. Covering the entire spectrum of life safety applications, 
these devices are durable, dependable, and virtually maintenance-free. 
And they support a wide range of mounting options that make them 


ideal for new construction and retrofit applications alike. 


>S 

U = 

OF 

Typical Wiring Class B Notification Appliance Circuit with Genesis Signals Z Q 
PEOS : and Signal Master for independent sounder and strobe O = 

All notification appliances control and synchronisation 06 
o 3 


a Bs 1 Br A a À le = 
may be configured for Class Bye 39 He Te i 


Notification Appliance Circuit 
Class B with separate strobe and horn circuits 


A or Class B wiring. Genesis 
combination horn-strobes, 


when used with the innovative 


Signal Master Module, sup- 


Z Notification Appliance Circuit 
port independent horn control Class A with combination horn-strobe circuit 


over a single pair of wires and 


precision synchronization that 


exceeds UL requirements. 


UOIJ2907 snopiezey 


This reduces wiring time while 
meeting the requirements of 
even the most demanding 


application. 
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Notification Appliances 


Visual & Audible Signals 


QuickStart visual/audible signals include a wide range of Genesis 


Speakers, p. 42 


Genesis ceiling 
horns, strobes & 
speakers, p. 41 


exquisitely engineered strobes in combination with horns, Genesis Strobes 
and horns, p. 41 


„hr 


4, 


speakers, and chimes. The Genesis and Enhanced Integ- 


rity families of visual/audible signals feature UL 1971 listed 


strobes that exceed Americans with Disabilities Act (ADA) 
requirements. All Edwards strobes are UL 1971 listed as 
visual signaling devices for the hearing impaired and surpass 
the latest UL sychronization requirements when used with 


a Signal Master accessory (see page 43) or the Signature 


Series Synchronization Output Module (see page 35). Harsh environment 
signals, p. 44 


Genesis strobes represent a breakthrough in visual signaling 


technology that provides outstanding light distribution char- 


ion 


t 


acteristics in a sleek low-profile design. Enhanced Integrity 


devices offer a full range of indoor and outdoor, and wall and 


rica 


ceiling rated options, including strobes in combination with 
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horns, speakers and chimes. 


A complete line of audible and visible signals... 


Strobe Intensity | 115 ca | 150 ca | 177 cd 
| ji TE l Ap if 


Genesis Strobe 

Genesis Horn-Strobe v Vă 

Genesis Speaker- Z 

Strobe 

Genesis Chime-Strobe v viv v v v v v 
Integrity Strobe Re | 32 |i ee RA Wee | P| a | Re || x v v viv 
Integrity Horn-Strobe | RAI A | ee Ie ¥ eve al Ze me || ae v l 
S Spezia 7 S v A A | ZI 7 AE 
Integrity Bell-Strobe VA L v || AZ v v v 


Signals must be installed in accordance with applicable codes, standards and local authority having jurisdiction. 
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Genesis Series 


Wall Strobes, 
Horns & Chimes 


SUBMIT | 


The Genesis line of signals are among the smallest, most compact audi- 
ble-visible emergency signaling devices in the world. About the size of a 
deck of playing cards, these devices are designed to blend with any decor. 


Genesis signals feature textured housings in architecturally neutral white 
or traditional fire red. An ingenious iconographic symbol indicates the 
purpose of the device. This universal symbol is code-compliant and is eas- 
ily recognized by all building occupants regardless of what language they 
speak. models with “FIRE” markings are also available. 


Genesis strobes offer 15 to 110 candela output, which is selectable with a conveniently-located switch on the side of the 
device. The candela output setting remains clearly visible even after final installation, yet it stays locked in place to prevent 
unauthorized tampering. 


G1-VM Strobe (selectable 15, 30, 75, or 110 cd output), white Catalog Sheet: 85001-0573 
G1R-VM Strobe (selectable 15, 30, 75, or 110 cd output), red Catalog Sheet: 85001-0573 
G1F-V1575 Strobe (fixed 15/75 cd output), white Catalog Sheet: 85001-0573 
G1RF-V1575 Strobe (fixed 15/75 cd output), red Catalog Sheet: 85001-0573 


Genesis Horns and Horn-strobes reach output levels as high as 99 dB and features a unique multiple frequency tone > za 
that results in excellent wall penetration and an unmistakable warning of danger. Horns may be configured for either coded 5 9 
or non-coded signal circuits. They can also be set for low dB output with a jumper cut that reduces horn output by about 5 9 = 
dB. 5 S 
5s 0 
G1-HDVM Horn-Strobe (15, 30, 75, or 110 cd output, high or low dB), white Catalog Sheet: 85001-0573 o] 3 = 
G1R-HDVM Horn-Strobe (15, 30, 75, or 110 cd output, high or low dB), white Catalog Sheet: 85001-0573 || Q 3 
G1F-HDV1575  Horn-Strobe (fixed 15/75 cd output, high or low dB), white Catalog Sheet: 85001-0573 || 
G1RF-HDV1575  Horn-Strobe (fixed 15/75 cd output, high or low dB), red Catalog Sheet: 85001-0573 il 
G1-HD Temporal Horn (high or low dB output), white Catalog Sheet: 85001-0573 ia 
G1R-HD Temporal Horn (selectable high or low dB output), red Catalog Sheet: 85001-0573 i. 
G1-P Steady Horn (not compatible with Genesis Signal Master), white Catalog Sheet: 85001-0573 a 
G1R-P Steady Horn (not compatible with Genesis Signal Master), red Catalog Sheet: 85001-0573 Hi 


Genesis chimes and chime-strobes produce a pleasing mellow tone. When steady (non-stroked) voltage is applied, the 
chime automatically pulses at 60 strokes per minute, or may be field-configured for temporal output. When installed with a 
GIM Signal Master Module, the chime may also be field-configured for coded operation, which enables the chime output to 
match the rate that voltage is applied to the circuit. The chime’s 79 dBA (peak) output level makes this device suitable for 
many applications. Chimes may be set for low dB output with a jumper cut that reduces sound output by about 5 dB. 


G1-CVM Genesis Chime-Strobe (15, 30, 75, or 110 cd output, high or low dB), white Catalog Sheet: 85001-0574 
G1R-CVM Genesis Chime-Strobe (15, 30, 75, or 110 cd output, high or low dB), red Catalog Sheet: 85001-0574 
G1-C Genesis Chime (selectable high or low dB output), white Catalog Sheet: 85001-0574 
G1R-C Genesis Chime (selectable high or low dB output), red Catalog Sheet: 85001-0574 


Optional trim plates X Housings with To specify housings with “FIRE” markings, insert an 
a “F” before the hyphen in the model number. For sub- 


e available in red and FIRE optional “FIRE mittal purposes, write an “F” in the Submit box instead 
white ca markings of placing a checkmark there. 
G1T-FIRE Genesis Trim Plate (for 2-gang or 4” square boxes) with “FIRE” markings, whiteCatalog Sheet: 85001-0573 


G1RT-FIRE Genesis Trim Plate (for 2-gang or 4” square boxes) with “FIRE” markings, redCatalog Sheet: 85001-0573 


Notification 
Appliances 


Genesis Series 


Wall Speakers and 
Speaker-strobes 


Genesis speakers include a DC blocking capacitor to 
allow electrical supervision of the audio distribution circuit. 
Models for 25 Vi and 70 V,.,, Circuits are available. The 
mylar speaker with its sealed back construction provides 
extra durability and improved audibility. 4 W to 2 W opera- 
tion is selectable with a conveniently-located switch on the 
bottom of the device. 


Speaker-strobes feature 15, 30, 75 or 110 candela output, 
selectable with a conveniently-located switch on the bottom Za 


of the device. G 
NS Bottom View ra 


Candela switch Wattage switch 


Candela and wattage settings remain clearly 


#18 - #12 AWG terminals - ideal for long runs, existing wiring visible even after final installation. 


To listed fire alarm control panel — < = 
{supervised amplifier signal circuit | 
-25.2 or 70.7V rms) T | 0 > 
To ‘steg fire ann cantral panel 7 <4 | | | | | dl 
T pane 
supervises EAA + K + 
l l l Genesis speakers are 
pia al eres available with white or 
sevice red housings and with or 
without FIRE markings. 
Genesis Speakers and speaker-strobes 
G4-S2 (white) G4R-S2 (red) Multi-wattage 25 Volt Speaker Catalog Sheet: 85001-0549 
O G4-S2VM (white) D G4R-S2VM (red) Multi-candela/wattage 25 Volt Speaker-strobe Catalog Sheet: 85001-0549 
G4F-S2V1575 (white) D G4RF-S2V1575 (red) 15/75 cd, multi-wattage 25 Volt Speaker-strobeCatalog Sheet: 85001-0549 
G4-S7 (white) G4R-S7 (red) Multi-wattage 70 Volt Speaker Catalog Sheet: 85001-0549 
G4-S7VM (white) G4R-S7VM (red) Multi-candela/wattage 70 Volt Speaker-strobe Catalog Sheet: 85001-0549 
G4B (white) G4RB (red) Surface mount box Catalog Sheet: 85001-0549 
G4F-S7V1575 (white) DU G4RF-S7V1575 (red) 15/75 cd, multi-wattage 70 Volt Speaker-strobeCatalog Sheet: 85001-0549 | 


All speakers feature selectable 1⁄4, Y2, 1, or 2 watt operation. Multi-candela strobes feature 15, 30, 75, or 110 candela output. 
15/75 cd models are available with FIRE markings only. 


CluickSt 


Ceiling Speakers, 
Horns, and Strobes 


The new Genesis line of multi-candela and multi-wattage 
ceiling signals feature all the hallmarks that have made Gen- 


esis products a big hit with designers, engineers, building Select 

owners, and installers everywhere. EST’s exclusive FullLight 15/30/75/95 VA Select 
technology, precision timing electronics, and low current and 95/115/150/177 Vs, Ye, 1, or 2 

draw bring the benefits of the popular Genesis wall-mount candela output! watt operation! 
models to ceiling applications. These signals are 30 per cent 

slimmer than comparable signals on the market. They are a 
compatible with standard 4-inch (10 cm) square electrical FIRE = 7 
boxes and don’t require extension rings or trim plates. No White Field configurable Speak- N bes 
mounting screws are visible when the unit is installed, pro- er-Strobes may be ordered with 

viding a clean, finished, unobtrusive appearance that blends Or without “FIRE” marking. Red === 

with any decor. These signals are also listed for wall mount Speaker-Strobes come with 

applications. FIRE” marking. 


White housing White housing Red housing 
y no“FIRE” y with“FIRE” v with “FIRE” 


LI GC-s2 LI GCF-S2 LI GCFR-S2 Multi-wattage 25 V Speaker Catalog Sheet: 85001-0558 i 
L]GC-S7 LI GCF-S7 LI GCFR-S7 Multi-wattage 70 V Speaker Catalog Sheet: 85001-0558 || > Z 
L GC-S2VM LI GCF-S2VM LI GCFR-S2VM Multi-cd/wattage 25 V Spkr-strobe Catalog Sheet: 85001-0556 || = 2 
LIGC-S2VMH LIGCF-S2VMH  LIGCFR-S2VMH Multi High-cd/wattage 25 V Spkr-strobe Catalog Sheet: 85001-0556 a D = 
D GC-S7VM D GCF-S7VM LI GCFR-S7VM Multi-cd/wattage 70 V Spkr-strobe Catalog Sheet: 85001-0556 o] = 
L1GC-S7VMH LIGCF-S7VMH  LIGCFR-S7VMH Multi High-cd/wattage 70 V Spkr-strobe Catalog Sheet: 85001-0556 | D 9 
LIGC-VM LI GCF-VM LI GCFR-VM Multi-cd Strobe Catalog Sheet: 85001-0557 ia 
LI GC-VMH LI GCF-VMH LI GCFR-VMH Multi High-cd Strobe Catalog Sheet: 85001-0557 S 
LIGC-HDVM  LIGCF-HDVM LIGCFR-HDVM  Multi-cd Horn-Strobe Catalog Sheet: 85001-0559 i 
LI GC-HDVMH LIGCF-HDVMH [LIGCFR-HDVMH_ Multi High-cd Horn-Strobe Catalog Sheet: 85001-0559 IR 


All speakers feature selectable %, %, 1, or 2 watt operation. All horns feature high or low dB output. 
Multi-Candela Strobes feature 15, 30, 75, or 95 candela output. Multi High-Candela Strobes feature 95, 115, 150, or 177 candela output. 


Signal Master 


The Signal Master is a simple-to-use accessory that adds enhanced fea- 


tures to Genesis and Integrity strobes and Horn-Strobes. It is a dual-purpose č Faaa să 
module that provides UL 1971 required precision synchronization for con- TE 
nected Integrity and Genesis strobes, and independent control for connected rw 
Genesis Horns over a single pair of wires. Two methods of Horn control are ` - 
available: traditional Horn silence; or, normally-closed contact. Both methods — 


may be used to silence Horns without turning off strobes on the same circuit. Remote 1-gang 
Two models are available. The Genesis “piggyback” model doesn’t require a (piggyback) model mount model 
separate electrical box. It simply snaps to the back of the first G1 signal on the 

circuit. The remote mount model mounts in a North American 21⁄2 inch (64 mm) 

deep one-gang box. 


G1M Genesis Signal Master — Snap-on (piggyback) Catalog Sheet: 85001-0545 
G1M-RM Genesis Signal Master - Remote 1-Gang Mount Catalog Sheet: 85001-0545 


Remote Booster Power Supply, p. 8; SIGA-AB4G Audible Sounder Base, p. 19. 


Notification 


Appliances 


Enhanced Integrity Series 


Harsh Environment 
Signals 


All Enhanced Integrity devices are UL 1971 listed for both wall and ceiling orien- 
tation. Enhanced Integrity strobes meet the latest UL1971 synchronization re- 
quirements when used with the G1M Signal Master. Integrity devices are shipped 
with wall mount style “FIRE” lens markings. Other lens markings are available. [ 


D757-1A-T (Red) 
[757-7A-T (Red) 
[757-8A-T (Red) 


[405-5A-T (Red) 
DI 405-7A-T (Red) 
DI 405-3A-T (Red) 
DI 405-6A-T (Red) 
DI 405-8A-T (Red) 


LI CS-405-7A-T (15/75 cd) 


® Single Captive Mounting Screw 


First Device 
Horn/Strobe 


<= Horn/Strobe 
To Fire Alarm 
Control Panel ZI a IE 
Signal Circuit 


io BZ S- 


“Surface | Box (optional) 


To Next Device 
lor EOL Resistor 
oe 


Temporal Horns and Horn-Strobes 
During installation, the Horn is configured for steady or temporal tone signal. When temporal output 
is selected, all Horns on a common two-wire circuit are self-synchronized. Integrity Series Horns 
emit a low frequency “growling” tone that demands attention. Horns can be configured for either 
high output (98 dBA) or low output (94 dBA); and are listed for outdoor use. 

L1757-1A-TW (White) Temporal Horn 

[1757-7A-TW (White) Temporal Horn-Strobe, 15/75cd 
L1757-8A-TW (White) Temporal Horn-Strobe, 110cd 


Catalog Sheet: 85001-0341 
Catalog Sheet: 85001-0341 
Catalog Sheet: 85001-0341 


4” Square Box Mount Strobes 


405 Series strobes are self-synchronized to flash at one fps across their full operating voltage range. 
UL 1971 synchronization requirements are achieved when used with the G1M Signal Master (see 
page 43). Strobes must be connected to signal circuits that output a constant (not pulsed) voltage. 
A diode is used to allow full signal circuit supervision. 405 Series strobes are suitable for outdoor 
use and installed to a standard four-inch square electrical box. 


Strobe - 15 cd 

Strobe - 15/75 

Strobe - 30 cd 

Strobe - 60 cd 

Strobe - 110 cd 

Strobe - Weatherproof (red) 


405-5A-TW (White) 
£ 405-7A-TW (White) 
405-3A-TW (White) 
405-6A-TW (White) 
405-8A-TW (White) 
CS-405-8A-T (110 cd) 


Catalog Sheet: 85001-0305 
Catalog Sheet: 85001-0305 
Catalog Sheet: 85001-0305 
Catalog Sheet: 85001-0305 
Catalog Sheet: 85001-0305 
Catalog Sheet: 85001-0305 


Re-Entrant Speakers and Speaker-Strobes 


Re-entrant speakers feature a sealed, high efficiency compression driver that’s both weatherproof and 
vermin proof. This makes them ideal for public places and outdoor areas such as parking garages 
and transport terminals. All Integrity speakers include a DC Blocking Capacitor that permits electrical 
supervision of the audio distribution circuit. Models for 25Vams and 70Vaws circuits are available. 


+ 


D757-1A-R25 (Red) 

(1 757-7A-RS25 (Red) 
(1 757-3A-RS25 (Red) 
(1 757-8A-RS25 (Red) 
[1 757-1A-R70 (Red) 

D757-7A-RS70 (Red) 
01 757-3A-RS70 (Red) 
01 757-8A-RS70 (Red) 


D 757-1A-R25W (White) 

757-7A-RS25W (White) 
757-3A-RS25W (White) 
757-8A-RS25W (White) 
757-1A-R70W (White) 

0 757-7A-SS70W (White) 
757-3A-RS7OW (White) 
757-8A-RS7OW (White) 


25 V Re-entrant Speaker 


Catalog Sheet: 85001-0317 


25 V Re-entrant Speaker-Strobe, 15/75cd Catalog Sheet: 85001-0317 


25 V Re-entrant Speaker-Strobe, 30cd 
25 V Re-entrant Speaker-Strobe, 110cd 
70 V Re-entrant Speaker 


Catalog Sheet: 85001-0317 
Catalog Sheet: 85001-0317 
Catalog Sheet: 85001-0317 


75 V Re-entrant Speaker-Strobe, 15/75cd Catalog Sheet: 85001-0317 


75 V Re-entrant Speaker-Strobe, 30cd 
75 V Re-entrant Speaker-Strobe, 110cd 


Catalog Sheet: 85001-0317 
Catalog Sheet: 85001-0317 


CluickSt 


Audible 
Signals 


(1323D-10AW (Grey) 
£ 439D-6AW (Grey) 
[1439D-1 0AW (Grey) 


5530MD-24AW 


HPSA15R2570 
HPSA15G2570 


Fire Alarm Bells 


Edwards fire alarm bells are of the underdome type with heavy-duty mechanisms. Gongs 
are made of selected alloy steel to generate the loud, resonant tones. For weatherproof ap- 
plication, optional surface weatherproof backboxes are available. 


323D-10AR (Red) 10-inch Single Stroke, Diode — 20-24Vdc Catalog Sheet: 85001-0333 
(1439D-6AR (Red) 6-inch Vibrating, Diode — 20-24Vdc Catalog Sheet: 85001-0333 
439D-10AR (Red) 10-inch Vibrating, Diode — 20-24Vdc Catalog Sheet: 85001-0333 


Multiple Tone Signal 


The 5530MD-24AW is a weatherproof heavy-duty industrial, tone-selectable, signaling de- 
vice capable of producing volume-controlled, high-decibel tones. It uses a microprocessor 
circuit to create 27 distinctive tones. A single tone may be selected by setting a miniature 
dip switch within the unit. 


27-Tone Selectable Signal — 24Vdc Catalog Sheet: 85001-0415 


Multi-purpose Loudspeaker 


The HPSA15 loudspeaker is a high-efficiency double re-entrant loudspeaker that operates within a 
nominal frequency response range of 400-14,000 Hz, and provides audible output of 120 dB (peak 
at one meter) at the rated power level. It includes a versatile, three-way, 25/70.7 V line transformer 
that meets a variety of distributed system needs. The transformer is adjustable by means of a 
convenient seven-position, watts/impedance selection switch. 


15-watt loudspeaker, red Catalog Sheet: 85001-0591 
15-watt loudspeaker, gray Catalog Sheet: 85001-0591 
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QuickStart 


Audio Notification 
System 


The ANS series of products from Edwards are high-performance audio notification systems that provide voice evacua- 
tion capability that meet the Emergency Voice Alarm requirements of NFPA 72 for UL listed fire alarm applications. ANS 
panels, which are available in 25, 50, or 100 Watt models, include an amplifier, tone generator, digital message repeater 
(DMR), and supervisory interface. 


These self-contained systems offer robust field-configurable features and are supported by a wide range of accessory 
equipment that provides application flexibility and reliable performance for new and retrofit installations alike. Expander 
panels and modules extend the range of the ANS system to meet the needs of even the most demanding audio ap- 
plications, while accessory equipment such as zone switchers and remote microphones offer the sophistication of 
high-end systems for a relatively low cost. 


Supervised - Power Limited Strobe Circuit 
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Audio Notification Panels 


Panels include DMR, temporal pattern, standard message, microphone, power supply and battery charger. 


So 


l ANS25MDG 25 Watt Audio Notification Panel. Gray Cabinet. Data Sheet 85001-0587 
|| ANS25MDR 25 Watt Audio Notification Panel. Red Cabinet. Data Sheet 85001-0587 
|| ANS5OMDG 50 Watt Audio Notification Panel. Gray Cabinet. Data Sheet 85001-0587 
|| ANS5OMDR 50 Watt Audio Notification Panel. Red Cabinet. Data Sheet 85001-0587 
|| ANS100MDG 100 Watt Audio Notification Panel. Gray Cabinet. Data Sheet 85001-0587 
a ANS100MDR 100 Watt Audio Notification Panel. Red Cabinet. Data Sheet 85001-0587 


Audio Expander Panels 


Panels include power supply and battery charger. DMR and microphone ordered separately. 


o] ANS25XG 25 Watt Audio Expander Panel. Gray Cabinet. Data Sheet 85001-0587 
|| ANS25XR 25 Watt Audio Expander Panel. Red Cabinet. Data Sheet 85001-0587 
a ANS50XG 50 Watt Audio Expander Panel. Gray Cabinet. Data Sheet 85001-0587 
|| ANS50XR 50 Watt Audio Expander Panel. Red Cabinet. Data Sheet 85001-0587 
l ANS100XG 100 Watt Audio Expander Panel. Gray Cabinet. Data Sheet 85001-0587 
|| ANS100XR 100 Watt Audio Expander Panel. Red Cabinet. Data Sheet 85001-0587 


Accessories 


Bell/Strobe Plate 


The bell/strobe plate is ideal for renovation and retrofit projects, and new 
construction. It is equipped with an Edwards self-synchronizing strobe and is 
designed to allow on-site mounting of the 439 series Vibrating Bell, providing 
instant conversion to Bell/Strobe audible/visual signal appliances. The strobe 
is designed for 20 to 24Vdc operation and must be connected to signal circuits 
which output a constant (not pulsed) voltage. A diode is used to allow full signal 
circuit supervision. 


OOO 


403-5A-R (15 cd) [403-7A-R (15/75 cd) [£ 403-3A-R (80 cd)  D1403-8A-R (110 cd) Catalog Sheet: 85001-0441 


Integrity Lens Marking Kits 


Integrity strobes are shipped with wall mount style “FIRE” lens markings. Where ceiling mount, other languages or dif- 
ferent lens markings are required, optional LKW and LKC series Lens Marking Kits are available. Lens marking sleeves 
snap right over the strobe lens providing a quick, easy, change. 


LKW-1R (Wall orientation) “FIRE” (Red) || 
DILKW-1 (Wall orientation)  CILKC-1 (Ceiling orientation) “FIRE” || 
LKW-2 (Wall orientation) LKC-2 (Ceiling orientation) “FEU” Îi > 
LKW-3 (Wall orientation) LKC-3 (Ceiling orientation) “FIRE/FEU” o] E G 
LKW-4 (Wall orientation) LKC-4 (Ceiling orientation) “SMOKE” E] 9 = 
LKW-5 (Wall orientation) LKC-5 (Ceiling orientation) “HALON” E] 5 Q 
LKW-6 (Wall orientation) LKC-6 (Ceiling orientation) “CO2” E 9 = 
LKW-7 (Wall orientation) LKC-7 (Ceiling orientation) “EMERGENCY” | | = 
DILKW-8 (Wall orientation)  LILKC-8 (Ceiling orientation) “ALARM” l 

LKW-9 (Wall orientation) LKC-9 (Ceiling orientation) “FUEGO” ia 

[| Mounting Accessories 

Integrity Temporal Horn, Horn/strobe Integrity Chimes, Chime/strobes 

Q 757A-SB Surface Box, Red, Indoor Q 757A-SB Surface Box, Red, Indoor 

U 757A-SBW Surface Box, White, Indoor U 757A-SBW Surface Box, White, Indoor 

U 757A-WB Weatherproof Box, Red, Surface U 757A-BDF Bi-directional Mounting Frame, Red 

Q 757A-WBW Weatherproof Box, White, Surface Q 757A-BDFW Bi-directional Mounting Frame, White 

U 757A-BDF Bi-directional Frame, Red 

U 757A-BDFW Bi-directional Frame, White Genesis® Signals 

U 757A-RR2  Two-gang Retrofit Ring, Red Q 27193-11  Horn-strobe Surface Box, Red, Indoor 

J 757A-RR2W Two-gang Retrofit Ring, White Q 27193-16  Horn-strobe Surface Box, White, Indoor 

Q G4RB Speaker Surface Box, Red, Indoor 

Integrity Speakers, Speaker/strobes Q G4B Speaker Surface Box, White, Indoor 

Q 960A-4SF Flush Box, Indoor 

U 757A-SB Surface Box, Red, Indoor 8-inch Square Speakers - 

QO 757A-SBW Surface Box, White, Indoor U 960A-8SF Square Flush Box, Indoor O "E 

U 757A-BDF Bi-directional Mounting Frame, Red U 960A-8SS Square Surface Box, Indoor = E 4 

U 757A-BDFW Bi-directional Mounting Frame, White | Q 

Q 757A-RR Four-inch Retrofit Ring, Red 8-inch Round Speakers { 

U 757A-RRW Four-inch Retrofit Ring, White U 960A-8RF Round Flush Box, Indoor 

Integrity Re-entrant speakers, Speaker/strobes 4-inch Round Speakers o= 2 

U 960A-4SF Flush Box, Indoor Q 960A-4RF Round Flush Box, Indoor b 

U 757A-SB Surface Box, Red, Indoor a 

U 757A-SBW Surface Box, White, Indoor Horn/siren Combination | 

U 757A-WB Weatherproof Box, Red, Surface Q 349 Weatherproof Backbox —— 

Q 757A-WBW Weatherproof Box, White, Surface l — 

Q 757A-BDF Bi-directional Mounting Frame, Red Fire Alarm Bells and CS-405 Series Genesis G4B Speaker Surface 

Q 757A-BDFW Bi-directional Mounting Frame, White Q 449 Weatherproof Backbox 
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Hazardous 


Location Devices 


Edwards hazardous location devices provide reliable life safety protection and emergency signaling in areas where 
atmospheres could become harsh or explosive. All hazardous location devices are UL rated under the full range of 


classifications set out in the National Electrical Code. 


The following classification definitions are an interpretive summary based on the 1996 edition of the National Elec- 
trical Code (NEC, NFPA 70). Refer to the latest editions of NFPA 497M, NFPA 70 and the UL Hazardous Location 
Equipment Directory for current and more detailed information. For more information on NEMA classifications, refer 


to NEMA Standards Publication No. 250. 


Hazardous Location Classifications 


Hazarfdous=Eeocation Devices 


Heat Detectors p. 44 
Fire Alarm Station p. 44 
Strobes, Bells and Horns p. 45 


Classes 


Class | - Hazardous Gases. Class | locations are areas in which flam- 
mable gases or vapors are or may be present in the air in quantities 
sufficient to produce explosive or ignitable mixtures. 


Typical Class | Hazardous Areas 

e Spray painting and finishing areas 

e Utility gas plants 

e Petroleum refining production plants 

e Petroleum dispensing locations 

e Dry cleaning facilities 

e Dip tanks containing combustibles or flammable liquids 
e Plant facilities extracting solvents 

e Inhalation anesthetics areas 

e Process facilities manufacturing pyroxylin type plastics 


Class II - Hazardous Dusts. Class II locations represent areas that are 
hazardous due to the presence of combustible dust. 


Typical Class II Hazardous Areas 

e Flour mills 

e Feed mills 

e Grain elevators and grain handling facilities 

e Aluminum manufacturing and storage areas 
e Magnesium manufacturing and storage areas 
e Coal preparation and handling facilities 

e Starch manufacturing and storage areas 

e Confectionery plants 

e Pulverizer sugar and cocoa manufacturing, and storage plants 
e Spice grinding and storage plants 


Class III - Hazardous Fibers. Class III locations have easily ignitable 
fibers or flyings present, but not likely to be suspended in air in quantities 
sufficient to produce ignitable mixtures in the atmosphere. 


Typical Class III Hazardous Areas 
e Textile mills 

e Woodworking plants* 

e Furniture manufacturers* 

e Cotton gins 

e Cotton seed milling plants 

e Flax plants 

e Carpet manufacturers 


* Except if wood flour (dust), which is Class II Group G, is present 


Divisions 

The Location Classes are broken down by the NFPA into 
Divisions 1 and 2, defining different levels of risk. In general, 
the risk of there being a hazardous presence of flammable/ 
combustible/ignitable materials is higher for Division 1 than 
for Division 2. The specifics differ between the three classes 
(|, ll and III). Equipment suitable for Division 1 is also suitable 
for Division 2 locations. 


Groups 

Class | and II locations are divided by the NFPA into Group 
designations identifying specific gases, vapors and dusts by 
characteristic similarities that relate to specific equipment 
construction requirements. Class III locations are not divided 
into separate group designations. 


Class | Groups 
Group A. Atmospheres containing acetylene. 


Group B. Atmospheres containing hydrogen, fuel and 
combustible process gases containing more than 30 percent 
hydrogen by volume, or gases or vapors of equivalent hazard 
such as butadiene, ethylene oxide, propylene oxide, and 
acrolein. 


a 


Group C. Atmospheres such as ethyl ether, ethylene, or 
other gases or vapors of equivalent hazard. 


S99IA9 


Group D. Atmospheres containing acetone, ammonia, 
benzene, butane, cyclopropane, ethanol, gasoline, hexane, 
methanol, methane, natural gas, naphtha (petroleum), pro- 
pane, or gases or vapors of equivalent hazard. 
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Class II Groups 

Group E. Atmospheres containing combustible metal dusts, 
including aluminum, magnesium, and their commercial 
alloys, or other combustible dusts whose particle size, abra- 
siveness and conductivity present similar hazards in the use 
of electrical equipment. 


Group F. Atmospheres containing combustible carbona- 
ceous dusts, including carbon black, charcoal, coal, or dusts 
that have been sensitized by other materials so that they 
present an explosion hazard. 


Group G. Atmospheres containing combustible dusts not 
included in Group E or F, including flour, grain, wood, plastic, 
and chemicals. 
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Rate Compensation Heat Detectors 
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Series 302 heat detectors are designed for use in normal environments as well as environments 
where the detectors are subject to weather, moisture (internal condensation), and explosive 
atmospheres. They are normally-open devices designed to close an electrical circuit upon 
activation. All models feature rate compensation and are available with either 135 °F (57.2 °C) 
or 194 °F (90 °C) ratings. They are self restoring, hermetically sealed, shock and corrosion 
resistant, and are tamperproof. 


Sensors rated at 135 °F (57.2 °C) will not respond to momentary temperature fluctuations 
less than 30 °F/minute between 60 °F (16 °C) and 100 °F (88 °C). Sensors rated at 194°F (90 
°C) will not respond to momentary temperature fluctuations less than 50 °F/minute between 
60 °F (16 °C) and 150 °F (66 °C). 302 Series sensors should not be used in environments 
where conditions exceed these parameters. Do not install them in hot air ducts, in front of 
heaters, in paint booths that use heat to cure paint, or any other location subject to tem- 
perature fluctuation. 


135 °F 67.2 °C) -40 °F (-40 °C) 100 °F (38 °C) 


194 °F (90 26) -40 °F (-40 °C) 150 °F (66 °C) 


The sensor's aluminum tube acts as a heat collector when sources of heat radiate directly 
on the tube. Install these sensors out of direct sunlight and away from radiating heat sources 
including the direct flow from heaters and heat ducts. 


302-135 Heat Detector - Interior, Vertical Surface Mount FM & UL, 135 °F (57.2 °C) Data Sheet 85001-0589 
302-194 Heat Detector - Interior, Vertical Surface Mount FM & UL, 194°F (90 °C). Data Sheet 85001-0589 
302-AW-135 All-weather Heat Detector - Vertical Mounting FM & UL, 135 °F (57.2 °C) Data Sheet 85001-0589 
302-AW-194 All-weather Heat Detector - Vertical Mounting FM & UL, 194°F (90 °C) Data Sheet 85001-0589 


302-ET-135  All-weather Heat Detector - Vertical, Box Mount (⁄2" NPT), FM & UL, 135 °F (57.2 °C)Data Sheet 85001-0589 
302-ET-194  All-weather Heat Detector - Vertical, Box Mount S" NPT), FM & UL, 194°F (90 °C) Data Sheet 85001-0589 
302-EPM-135 Heat Detector - Explosionproof Mounting UL (Not FM approved), 135 °F (67.2 °C) Data Sheet 85001-0589 
302-EPM-194 Heat Detector - Explosionproof Mounting UL (not FM approved), 194°F (90 °C) Data Sheet 85001-0589 


AP-P Adaptor plate for mounting 302 and 302-AW to any 3" box or 4" octagon outlet box Data Sheet 85001-0589 
STONCO27 3" Weatherproof, round backbox and cover Data Sheet 85001-0589 
JALX11 Explosion proof outlet body with cover - Killark Data Sheet 85001-0589 


Hazardous location fire alarm station 


The XAL-53 is an extremely rugged double-action fire alarm station suitable for hazardous locations. 
The device is activated by lifting the front cover and pulling down the ring. This two-step process 
prevents unintentional operation. 


XAL-53 


Hazardous Location Fire Alarm Station Catalog Sheet: 85001-0371 


QuickStar 


Notification Appliances 


Hazardous Location Strobes L. 


e Class |, Il, or Ill locations 


116DEXSTC-FU hazardous location strobes are in-rush current limited life safety signaling appliances de- 
signed for installation in hazardous environments. Rigid specifications and state-of-the-art technology pro- 
vide for high visual output and low maintenance. When pendant, wall or ceiling mounted, the 116DEXSTC- 
FJ meets or exceeds the requirements of UL 1971 Signaling Appliance for the Hearing Impaired. Stanchion 
mount models are UL 1638 Listed for private mode emergency signaling. All models are CSFM Listed. 


116DEXSTC-FJ Explosionproof Strobe, Diode Polarized Data Sheet 85001-0586 
O Wall Mount Elbow Ceiling/wall Module Pendant Module Stanchion Module Data Sheet 85001-0586 


Hazardous Location Bells 


e Class | groups B, C and D locations e Class Ill hazardous locations, for Divisions 1 and 2 
e Class Il groups E, F and G locations 


430D series of hazardous location bells are diode-polarized, heavy duty fire bells for use in life safety applications 
where a diode supervised signal is required. They can be mounted to any solid surface using two 3/8 inch (10 mm) 
bolts and the supplied mounting brackets or to a rigid conduit. The integral explosion-proof housing is mechanically 
terminated to accept a standard 3/4 inch -14 National Pipe Taper (NPT) nipple. 


D 439DEX-6AW (6”) [1439DEX-8AW (8”) [1439DEX-10AW(10”) Bell -24 Vdc Catalog Sheet: 85001-0399 
(1438DEX-6N5 (6")  L1438DEX-8N5 (8") 438DEX-10N5 (10") Bell-120Vac Catalog Sheet: 85001-0399 


Hazardous Location Horns 


e Class | groups B, C and D locations e Class Ill hazardous locations, for Divisions 1 and 2 
e Class Il groups E, F and G locations 


888D and 889D hazardous location horns are diode-polarized, heavy duty, high decibel vibrating horns intended for 
use in life safety systems in hazardous (classified) locations. These horns may be mounted to any solid surface using 
two bolts. Each unit is supplied with a sealing fitting for a 3/4 inch -14 National Pipe Taper (NPT) nipple, and wire leads 
for the electrical connection to the life safety system notification appliance circuit. 


[1888D-N5 (120 Vac) 889D-AW (24 Vdc) Horn — 120 Vac Catalog Sheet: 85001-0397 
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Electromagnetic Door Holders 


Edwards electromagnetic door holders keep doors open until signaled by the 
fire alarm system, a heat detector, a smoke detector, or an electrical switch. 
Door holders should be installed wherever doors may be effectively used to 
confine smoke and fire, or where the release of a self-closing door from a 
remote location is required. Fail-safe operation is an inherent feature of these 
door holders. If power fails, doors are released automatically, but may be 


24 Vac 60 Hz opened or closed manually at any time. All units are free of moving parts, are 
24 Vde self-contained, and require no maintenance. Door holders have a holding force 
120 Vac 60 Hz of approximately 15-25 Lbf (66-111N). 
[ | [11501-AQN5 (Single Door) 1502-AQN5 (Double Door) Floor Mounted Catalog Sheet: 85001-0421 
[ | []1504-AQN5 (Long Catch Plate) (11505-AQN5 (Short Catch Plate) | Flush Wall Mounted Catalog Sheet: 85001-0421 
[ | [11508-AQN5 (Surface) 1505-AQN9 (Completely flush) Wall Mounted Catalog Sheet: 85001-0421 
L] [11500-1 (1.5” Extension) 1500-2 (2.5” Extension) Catch Plate Catalog Sheet: 85001-0421 
[ | [11500-7 (5.25 to 7.5” Extension) 1500-12 (7.5 to 12” Extension) Catch Plate Catalog Sheet: 85001-0421 
[ | [1CS2595-5 (short) CS2598-5 (long) Replacement Armature Catalog Sheet: 85001-0421 


MR Series multi-voltage control relays are ideal for applications where local contacts are 
required for system status, remote contacts, or for control of electrical loads and general pur- 
pose switching. They are suitable for use with HVAC temperature control, fire alarm, security, 
energy management, and lighting control systems. Relays provide 10-Amp contacts, which 
may be operated by one of four input control voltages. Each relay position contains a red 
LED that indicates the relay coil is energized. Relays may be snapped apart from a standard 
four-module assembly and used independently. 
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LIMR-101/T (with mounting hardware 
LIMR-104/T (with mounting hardware 
LIMR-201/T (with mounting hardware 
LIMR-204/T (with mounting hardware 


MR-101/C (in metal enclosure 
MR-104/C (in metal enclosure 
MR-201/C (in metal enclosure 
MR-204/C (in metal enclosure 


Single SPDT relay Catalog Sheet: 270062 
4-position SPDT relay Catalog Sheet: 270062 
Single DPDT relay Catalog Sheet: 270062 
4-position DPDT relay Catalog Sheet: 270062 


= Ye S Å 
SS Å 


III] 


Hazardous 


Heavy Duty DPDT Power Relays 


MR-199 heavy duty power relays are designed for control applications where 30-Amp DPDT 
contacts are required. Two models are available: a 115Vac coil and a 24Vdc coil, each of 
which may be mounted in a rugged steel enclosure. 


LIMR-199X-13 (relay only) LIMR-199X-13/C (in metal enclosure) Power Relay — 24 VDC Catalog Sheet: 270065 
LIMR-199AX-14 (relay only) LIMR-199AX-14/C (in metal enclosure) Power Relay — 120 VDC Catalog Sheet: 270065 


LI 


Single-pull/double-throw relays are ideal for applications where local or remote con- 
tacts are required for control of electrical loads. They are suitable for use with HVAC, 
temperature control, fire alarm, security, energy management, and lighting control 
systems. Each relay position contains a high-intensity LED which, when illuminated, 
indicates the relay coil is energized. Individual relay circuits may be snapped apart 
from standard four- or eight-position modules, and are also available in a single-circuit 
configuration. The common power to each relay position is bussed on the printed 


wiring board, which permits power to be connected only once per multi-position 


module. 


Single-Voltage Manual Override Relays 


MR-600 series relays provide SPDT, 10-Amp contacts with manual override capability by means of an ON-AUTO-OFF 
switch. The relay requires a 24Vac or 24Vdc power source supplied by the controlling system. With the switch in the ON 
position the power relay is energized. With the switch in the AUTO position the relay is allowed to operate as signaled 
by the controlling system. With the switch in the OFF position the relay cannot be energized. 


CIMR-601/T (with mounting track) 
LIMR-604/T (with mounting track) 
LIMR-608/T (with mounting track) 


CIMR-601/S (with mounting spacers) Single SPDT relay Catalog Sheet: 270061 
LIMR-604/S (with mounting spacers) 4-position SPDT relay Catalog Sheet: 270061 
LIMR-608/S (with mounting spacers) 8-position SPDT relay Catalog Sheet: 270061 


Three-Voltage Control Relays 


MR-800 Series relays provide SPDT 10-Amp contacts that may be operated by one of three input control voltages: 


24Vdc, 24Vac or 115Vac. 


LIMR-801/T (with mounting track) 
LIMR-804/T (with mounting track) 
LIMR-808/T (with mounting track) 


LIMR-801/S (with mounting spacers) Single SPDT relay Catalog Sheet: 270063 
LIMR-804/S (with mounting spacers) 4-position SPDT relay Catalog Sheet: 270063 
LIMR-808/S (with mounting spacers) 8-position SPDT relay Catalog Sheet: 270063 


Four-Voltage Control Relays 


MR-700 Series relays provide SPDT 10-Amp contacts that may be operated by one of four input control voltages: 


12Vdc, 12Vac, 24Vac, or 24Vac. 


LIMR-701/T (with mounting track) 
LIMR-704/T (with mounting track) 
LIMR-708/T (with mounting track) 


LIMR-701/S (with mounting spacers) Single SPDT relay Catalog Sheet: 270064 
LIMR-704/S (with mounting spacers) 4-position SPDT relay Catalog Sheet: 270064 
LIMR-708/S (with mounting spacers) 8-position SPDT relay Catalog Sheet: 270064 


Three-Voltage Encapsulated Control Relays 


PAM-1 relays provide 10-Amp Form C contacts. The relay may be energized by one of three 
input voltages: 24Vac, 24Vdc, or 115Vac. The PAM-1 may be mounted with double-sided 
adhesive tape, a self-tapping screw, or loosely placed in a backbox. 


Encapsulated SPDT relay Catalog Sheet: 270066 
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A&E Catalog, 85000-0308 
Includes Data Sheets and Submittal Guides. 
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Model Description Lit#/Guide p. # Model Description Lit#/Guide p. # 
Control Panels Conventional Initiating Devices 
QS4 QS4 Intelligent-Conventional Control Panel 85005-0114 6 ESD-4W Four-Wire SuperDuct Duct Smoke Detector 85001-0583 28 
QS1 QS1 Intelligent Single Loop Control Panel 85005-0113 6 EC30DU-3 EC Duct Detector and Housing 85001-0575 28 
QSC QSC Conventional Control Panel 85005-0112 6 EC 50/100R Reflective Beam Detector 85001-0560 32 
EC20xxU-3 Low-profile Plug-in Heat Detectors 85001-0553 27 
Control and Annunciation EC30U-3 Low-profile Plug-in Photoelectric Detector 85001-0552 27 
ENVOY Envoy Graphic Annunciator 85006-0037 10 EC10U-3 Low-profile Plug-in lonization Detector 85001-0551 27 
PT-1S/PT-1P System Event Printer 270020 11 FIRERAY 2000 Optical Beam Smoke Detector 85001-0548 32 
CR/CF Series  Rate-of-rise, Fixed Temp. Heat Detectors 85001-0367 29 
arta 270 Series nig Alarm Stations 85001-03803 30 
ANS Series Audio Notification System 85001-0587 40 Seem PL RE Seres Heat Detectors EE 
< 276/277B Single Action Pull Stations 85001-0183 30 
Power Supplies 1534-1 Key-operated Fire Alarm Station 85001-0179 31 
SIGA-APS Intelligent Auxiliary Power Supply 85010-0087 12 
APS Auxiliary Power Supplies 85005-0127 12 Notification Appliances 
BPS Remote Booster Power Supplies SH 12 Genesis G1 Genesis Chimes and Chime-Strobes 85001-0574 35 
Genesis G1 Genesis Wall Horns and Strobes 85001-0573 35 
Enclosures and Wallboxes Genesis GC Genesis Ceiling Horn-Strobes 85001-0559 37 
27193 Series Surface Mount Boxes 85001-0495 42 Genesis GC Genesis Ceiling Speakers 85001-0558 37 
348/349/449 Weatherproof Mounting Boxes 85001-0309 42 Genesis GC Genesis Ceiling Strobes 85001-0557 37 
Genesis GC Genesis Ceiling Speaker-Strobes 85001-0556 37 
Intelligent Input/Output Devices Genesis G4 Genesis Speakers and Strobes 85001-0549 36 
SIGA-CC1S Synchronization Output Module 85001-0543 19 G1M, G1M-RM Signal Master 85001-0545 37 
SIGA-REL Releasing Module 85001-0531 21 403 Bell-Strobe Plate 85001-0441 42 
SIGA-RM1 Riser Monitor Modules 85001-0535 18 757 Series Temporal Horns & Horn-strobes 85001-0341 38 
SIGA-IO Input-Output Modules 85001-0533 19 300/400 Series Fire Alarm Bells 85001-0333 39 
SIGA-UIO Universal Input-Output Module Motherboards 85001-0365 20 757 Series Re-entrant Speaker and Speaker-Strobe 85001-0317 38 
SIGA-MDM Digital Message Module 85001-0363 405 Series Harsh Environment Strobes 85001-0305 38 
SIGA-MM/WTM Input Modules 85001-0297 19 
SIGA-UM/-MAB Class A, B Signal Modules 85001-0275 17 Danes 
SIGA-IM Isolator Module 85001-0271 19 Batteries Batteries 85010-0127 12 
SIGA-CTT Input Modules 85001-0241 17 STI Series STI Series Stopper 85001-0491 25 
SIGA-CR Control Relay Modules 85001-0239 18 1500 Series Electromagnetic Door Holders 85001-0421 46 
SIGA-CC Signal Modules 85001-0237 18 RR-32RL ADA Station Relocator 85001-0351 25 
(= s PAM-1 PAM-1 Multi-Voltage Control Relay 270066 47 
© Intelligent Initiating Devices MR-199 Series Heavy Duty Power Relays 270065 46 
T SIGA-SD Intelligent SuperDuct Duct Smoke Detector 85001-0584 16 MR-700 Series MR-700 Multi-Voltage Control Relays 270064 47 
O SIGA-AB4G Signature Sounder Base 85001-0581 15 MR-800 Series MR-800 Multi-Voltage Control Relays 270063 47 
On SIGA-DG SIGA Smoke Detector Guard 85001-0359 24 MR Series MR-100 & 200 Multi-Voltage Control Relays 270062 46 
alle) SIGA-IS Intelligent lonization Smoke Detector 85001-0291 14 MR-600 Series Manual Override Relays 270061 47 
oO O SIGA-270/-278 Intelligent Manual Pull Stations 85001-0279 22 
= a SIGA-PS Intelligent PS Multisensor Detector 85001-0269 14 
[si G SIGA-DMP Detector Mounting Plate 85001-0255 24 
ze) SIGA-PHS Intelligent 3D Multisensor Detector 85001-0247 14 
L SIGA-IPHS Intelligent 4D Multisensor Detector 85001-0245 14 
N SIGA-HxS Intelligent Heat Detectors 85001-0243 14 
(g0) 
SS s 
302 Series Rate Compensation Heat Detectors 85001-0589 
MPSR Series | Weatherproof Pull Stations 85001-0588 31 
XAL-53 Hazardous location Fire Alarm Station 85001-0371 44 
116DEX Hazardous Location Strobes 85001-0586 45 
HPSA15 Multi-purpose Loudspeaker, 15 Watt 85001-0591 39 
439DEX Hazardous Location Bells 85001-0399 45 
888D-AW/-N5 Hazardous Location Horns 85001-0397 45 
5530MD Multiple Tone Signal 85001-0415 39 
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T 519 376 2430 
F 519 376 7258 


Southeast Asia 
T : +65 6391 9300 
F : +65 6391 9306 


India 
T : +91 80 4344 2000 
F : +91 80 4344 2050 


Australia 
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Innovation, leadership, 
and a rich tradition of excellence 


Whether EST life safety systems are protecting the lives and livelihoods of the 
people who make businesses run, or the lives entrusted to the care of public 
institutions; whether they’re charged with protecting the guests of the world’s 
finest hotels, or preserving irreplaceable artifacts that bring history to life; EST 
stands alone as the brand closely associated with some of the most important 
and far-reaching developments in the life safety industry today. 


Our strength is in our Strategic Partners — the people and organizations 
we entrust with the technology that has charted the course of life safety protec- 
tion for decades. Strategic Partners are not middlemen or go-betweens. They 
are independent contractors that form an integral part of the Edwards marketing 
and support organization. As insiders, they enjoy exclusive access to products, 
custom design innovations, specialized training, and pricing privileges. Yet 
as successful independent contractors, they are adept at ensuring that each 
submittal is strong and competitive, and that each bid is locally relevant to your 
installation. As local businesses they not only have to earn your trust — they 
have to keep it. 


Together these strengths set EST installations apart, and have earned this 
brand a special place among life safety and security solutions available today. 
Perhaps that’s why EST products and systems have become the choice of 
building owners, architects and engineers around the globe. And why many of 
the world’s most cherished landmarks are protected by Edwards products that 
bear the EST mark. From the Bibliotheca Alexandrina Museum in Egypt, to the 
modern-day sphinx at the Luxor Hotel in Las Vegas, professionals who design, 
own and occupy the world’s most impressive structures have come to know 


that the safest and most survivable solution today is an EST solution. 


See what’s possible now. 


Contact your EST Strategic 
Partner today. 
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